Anatase-rutile phase stability and photocatalytic activity of Nb2O5-doped TiO2 by Silva, André Luiz da
 FEDERAL UNIVERSITY OF SANTA CATARINA (UFSC) 






















Thesis presented to the Graduate 
Program in Materials Science and 
Engineering of the Federal University 
of Santa Catarina, as a requirement for 
obtaining the PhD degree in Materials 
Science and Engineering. 
 




Ricardo H. R. Castro/UC Davis, USA 





























This thesis was presented to obtain the Title of PhD in Materials 
Science and Engineering and approved in its final version by the 
Graduate Program in Materials Science and Engineering (PGMAT) of 
the Federal University of Santa Catarina (UFSC). 
 











Prof. Dr. Dachamir Hotza,  
UFSC/Advisor 
________________________ 
Prof. Dr. João A. Labrincha,  





















































First of all, I have to thank God for all blessings in my life, in 
special for these 4 last years of hard work during this journey to the 
conclusion of my PhD. Thanks for my health, thanks to give me the 
energy I needed to go through this incredible time of learning.  
Special thanks to my wonderful lovely wife, Caroline, that made 
me see the world with different eyes. Thanks for being the one who 
pushed me up to start this journey and the one who supported me in 
the most difficult decisions. Thanks for being by my side all the 
time, sharing the experiences and supporting me when I needed.       
I would like to thank Prof. Dachamir Hotza. I am so thankful to 
have known him. Nothing of this had happened the way it happened 
if he was not by me. Thanks for believing in me, in my capacity to 
overcome the challenges. Thanks for all knowledge and experiences 
shared with me, not just on science but also on culture.  
I am very grateful to my supervisor at UC Davis, Prof. Ricardo 
Castro. I had a wonderful and remarkable experience in his 
Nanoceramics Thermochemistry Laboratory. Thanks for all support 
and knowledge shared with me. Thanks also for all people from his 
group, which for the 20 months that I had been there they became 
my friends and were always happy helping me even in new 
experiments or discussions. Dereck, John, Hasan, Sanchita, Ben, 
Longjia, Mingming, thank you guys. Thanks to Prof. Alexandra 
Navrotsky, for allowing the use of this unique laboratory at UC 
Davis. 
Thanks to Prof. Michele Dondi and his group for hosting me in 
another great internship abroad at ISTEC, Italy. 
This work was also possible thanks to the financial support from 
the Brazilian funding agencies CAPES and CNPq and to the 
Graduate Program on Materials Science and Engineering 
(PGMAT).  
I also acknowledge all Professors that have taught me during my 
PhD.  
Finally, I would like to thank my family, my parents Esmeraldina 
e José, my mother-in-law and father-in-law Marlete and Adair, 
which are proud of my achievements. 



























"The important thing is to not stop questioning. 







Nanopartículas de dióxido de titânio são amplamente utilizadas como 
fotocatalisadores. A fração relativa do polimorfo de dióxido de titânio 
(anatásio, rutilo, ou bruquita), a dimensão das nanopartículas e a 
dopagem afetam significativamente o desempenho fotocatalítico desse 
material. Devido à menor energia de superfície, a fase anatásio é 
favorecida em escala nanométrica. Porém, elementos dopantes, tais 
como o nióbio, podem mudar esse comportamento devido a alterações 
tanto na superfície quanto no volume das nanopartículas. Contudo, o 
efeito do nióbio na estabilidade relativa das fases anatásio e rutilo ainda 
não é bem entendido do ponto de vista termodinâmico. Visando uma 
melhor compreensão desse efeito, na primeira parte desse trabalho, foi 
construído um novo diagrama de fases preditivo para TiO2 dopado com 
Nb2O5, que mostra a estabilidade do polimorfo da titânia em função da 
composição e tamanho de grão. Na sequência, nanopartículas de TiO2 
dopadas com 0 a 5 mol% de Nb2O5 foram sintetizadas por precipitação 
simultânea. 5 mol% Nb2O5 postergou a transformação de anatásio para 
rutilo em aproximadamente 200 °C. Após tratamento térmico do TiO2 
dopado com 5 mol% Nb2O5 a 700 °C, não foi detectada a fase rutilo, 
enquanto TiO2 não dopado apresentou 90 % dessa fase. Para amostras 
calcinadas a 450 °C por 7 h, uma diminuição no tamanho do cristalito de 
11.8 para 5.9 nm e um aumento na área superficial específica de 92 para 
168 m²/g foram observados entre o TiO2 não dopado e o TiO2 dopado 
com 5 mol% de Nb2O5. A atividade fotocatalítica do anatásio foi medida 
pela taxa de decomposição do azul de metileno sob iluminação 
ultravioleta e luz visível e comparado com um catalisador comercial 
padrão (TiO2 P25). Os resultados mostraram que o TiO2 dopado com 5 
mol% Nb2O5 apresentou atividade fotocatalítica superior àquela medida 
para o TiO2 P25 sob luz visível. O desempenho aumentado foi atribuído 
à mudança da química de superfície associada com uma breve mudança 
na energia da banda proibida. Então, TiO2 dopado com 5 mol% de 
Nb2O5 foi aplicado sobre revestimentos cerâmicos esmaltados por spray 
de modo a formar um filme nanométrico após sinterização entre 600-
900 °C. O caráter super-hidrofílico foi avaliado pela medida do ângulo 
de contato da água sob irradiação UV. A degradação do azul de 
metileno foi realizada de acordo com ISO 10.678 e JIS R 1703-2. Os 
resultados mostraram um melhor desempenho das amostras dopadas em 
todas as temperaturas testadas. Em 800 °C, as amostras dopadas 
alcançaram ângulo de contato de água próximo de zero em apenas 15 
min sob irradiação UV. As imagens de MEV mostraram que o dopante 
Nb2O5 drasticamente diminui o tamanho do grão das nanopartículas de 
TiO2.     
 
Palavras-chave: pentóxido de nióbio, dióxido de titânio, energia de 
superfície, entalpia, anatásio, rutilo, estabilidade de fase, fotocatálise, 




Titanium dioxide nanoparticles are widely used as photocatalysts. The 
relative fraction of titanium dioxide polymorph, i.e. anatase, rutile, or 
brookite, the nanoparticle size and the doping significantly affect the 
photocatalytic performance of this material. Due to the smaller surface 
energy, the anatase phase is more favorable at nanoscale. Doping 
elements, such as niobium, are expected to modify this behavior, due to 
changes in both surface and bulk energies. However, the effect of 
niobium on the relative stability of anatase and rutile phases is not well 
understood from the thermodynamic point of view. Aiming a better 
understanding of this effect, in the first part of this work, a new 
predictive nanoscale phase diagram was built for Nb2O5-doped TiO2, 
which shows the stable titania polymorph as a function of the 
composition and size. In the sequence, TiO2 nanoparticles doped with 0 
to 5 mol% Nb2O5 were synthesized by simultaneous precipitation. 5 
mol% Nb2O5 postponed the anatase to rutile transformation by about 
200 °C. After thermal treatment of 5 mol% Nb2O5-doped TiO2 at 700 
°C, no rutile was detected, while undoped TiO2 presented 90 wt.% of 
this phase. For samples calcined at 450 °C for 7 h, a decreasing on 
crystallite size from 11.8 to 5.9 nm and an increasing on specific surface 
area from 92 to 168 m²/g were observed between the undoped TiO2 and 
5 mol% Nb2O5-doped TiO2. Photocatalytic activity of anatase 
polymorph was measured by the decomposition rate of methylene blue 
under ultraviolet and daylight illumination and compared to commercial 
standard catalyst (TiO2 P25). The results showed higher photocatalytic 
activity for 5 mol% Nb2O5-doped TiO2 than P25 under visible light. The 
enhanced performance was attributed to surface chemistry change 
associated with a slight shift in the band gap. Thus, 5 mol% Nb2O5-
doped TiO2 was coated on glazed ceramic tiles by spraying to form a 
nanometric film on the surface of the ceramic tiles after sintering from 
600-900 °C. The superhydrophilic character was evaluated by 
measuring the water contact angle under UV-irradiation. The 
degradation of methylene blue was performed according to ISO 10.678 
and JIS R 1703-2. The results showed better performance of doped 
samples at all temperature tested (600-900 °C). At 800 °C, the doped 
samples achieved water contact angle near to zero in just 15 min under 
UV-irradiation. The SEM images showed that Nb2O5 doping drastically 
decreases the grain size of the TiO2 nanoparticles.               
 
Keywords: niobium pentoxide, titanium dioxide, surface energy, 
enthalpy, anatase, rutile, phase stability, photocatalysis, ceramic 
tiles.   
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Titanium dioxide is widely used in the materials science field. 
The main applications are cosmetics, sunscreens, food coloring, 
toothpastes, polymers, paints and photocatalysis [1]. Since 1972, 
when Fujishima and Honda published an important paper about 
TiO2 photocatalyst [2], the scientific community has exhaustively 
studied this subject. The interest on TiO2 as a photocatalytic 
material is mainly attributed to the low production costs, high 
chemical stability, no toxicity and high photoactivity [3]. An 
electron-hole pair is generated when a TiO2 photocatalyst site 
absorbs a photon with energy equal to or greater than its band-gap. 
Then, the pair is split into a free electron and a free hole, which 
helps the reduction and oxidation of species adsorbed at the 
semiconductor and induces oxidative degradation of species in 
solution through radical reactions [4].  
Nowadays, nanotechnology has introduced interesting properties 
on materials that are not commonly seen in bulk samples. These 
properties are attributed to the fact that a large fraction of the atoms 
are within the interface region. Considering that this region 
represents around 0.5 nm thick shell, a particle with 15 nm will have 
roughly 20% of the atoms within the interface volume, which will 
increase even more for smaller particles [5]. Thus, in order to 
properly study this fascinating nanoscale world the knowledge of 
the surfaces phenomena is very important. A good example of the 
unprecedented characteristics of nanomaterials is the phase stability 
of TiO2. The most common TiO2 polymorphs are anatase and rutile 
phases. Rutile is known as the stable phase, while anatase as 
metastable. However, thermodynamic studies have shown that at 
nanoscale, anatase is actually more stable than rutile. This leads to a 
crossover at a specific surface area or crystallite size where rutile 
becomes the most thermodynamic stable one and the phase 
transition happens [6, 7].  
In practice, anatase becomes rutile by thermal treatment at 
temperatures in the range 400-1200 °C. The earlier or later phase 
transition will happen depending on some parameters, e.g. particle 
size or shape, surface area, atmosphere, heating rate and impurities. 
Thus, depending on the phase desired, it will be necessary to play in 
favor or against the phase transition according to the temperature.  
One of the most common ways to promote or inhibit the ART is 
the use of dopants. Several dopants have been mentioned in the 
28 
 
literature; some of them not only postpone the phase transformation 
but also can improve some TiO2 properties, e.g. photocatalytic 
activity. Niobium has been a promising candidate to postpone the 
ART and at the same time to enhance the catalysis of titania. Thus, 
in this work Nb2O5 was chosen as dopant in TiO2, in order to 
produce nanoparticles, which can be used in a thermodynamic study 
to better understand the role of the doping on the phase stability and 




1.1.1 General Objective 
 
The aim of this thesis is to study the anatase-rutile phase stability 
of Nb2O5-doped TiO2 by the thermodynamic point of view, as well 
as to determine the amount of Nb2O5 doping that provides higher 
photocatalytic activity to be applied in glazed ceramic tiles.    
 
1.1.2 Specific Objectives 
 
The specific objectives of this thesis are listed below:   
 
 To perform a systematic thermodynamic study on variable 
amounts of Nb2O5 doping in TiO2.  
 To obtain surface energies and enthalpies of drop solution of 
pure TiO2 and Nb2O5-doped TiO2 in order to make a predictive 
anatase-rutile phase transition diagram at nanoscale.  
 To study the anatase to rutile phase transition as a function of 
temperature.  
 To analyze the influence of doping concentration for powders 
calcined at same temperature (0-5 mol% Nb2O5-doped TiO2) 
on crystallite size and specific surface area. 
 To perform comparative studies of photocatalytic activity by 
degradation of methylene blue for TiO2 and Nb2O5-doped 
powders on UV and visible light.  
 To manufacture ceramic tiles coated with Nb2O5-doped TiO2 
and pure TiO2 and characterize them according to 
photocatalytic and superhydrophilic characters.  
29 
 
1.2 Thesis structure 
 
This thesis is divided into 7 chapters, as described below:  
 Chapter 1 provides a general introduction to the subject 
discussed in this thesis, the aim and the specific 
objectives.  
 Chapter 2 is a literature review focusing on titanium 
dioxide. It includes extraction and production, general 
applications, as well as photocatalysis and 
superhydrophilic properties. The crystallite phases are 
also discussed, with special regard to anatase to rutile 
transition.  
 A literature review on photocatalytic ceramic tiles was 
made in Chapter 3. The deposition methods and adhesion 
behavior of TiO2 on the substrate are discussed. The 
effects of deposition on tiles surface properties, as color, 
brightness, cleanability and roughness is presented, as 
well as the photocatalytic activity.  
 Chapter 4 corresponds to the primary materials and 
methods used throughout this work. Details on each 
technique used are provided in the respective chapters.  
 Chapter 5 is a systematic thermodynamic study to build a 
predictive anatase-rutile phase transition diagram at the 
nanoscale. TiO2 and Nb2O5-doped TiO2 were synthesized 
by simultaneous precipitation. After calcinations, pure 
anatase and rutile were obtained up to 2 mol% of Nb2O5-
doping. The surface energies and enthalpies of drop 
solution were obtained using water adsorption and high 
temperature oxide melt solution calorimetry.     
 In Chapter 6, the photocatalytic activity of the 
nanoparticles was evaluated by degradation of methylene 
blue solution. The photoactivity was measured under UV 
and visible light using the same surface area and weight 
concentration, comparing the results with P25. The 
anatase to rutile phase transition was also evaluated as a 
function of temperature and Nb concentration. The band 
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gap measurements and TEM images complete this 
chapter.    
 In Chapter 7 Nb2O5-doped TiO2 was synthesized by sol 
gel. The optimized sol was applied on ceramic tiles by 
spraying and treated thermally from 600-900 °C. The 
photocatalytic activity was evaluated by degradation of 
methylene blue. The evaluation of superhydrophilicity 
was measured by the water contact angle under UV-light. 





2.1 Titanium dioxide 
 
2.1.1 Extraction and production 
 
Titanium is a chemical element with atomic number 22 and 
atomic mass 47.87 u. It has a low density and it is a strong, lustrous, 
corrosion-resistant transition metal with a silver color. It was 
discovered in Cornwall, England, by William Gregor in 1791. Even 
though the element occurs in a number of mineral deposits, the main 
ones used to extract it are ilmenite and rutile, which are extensively 
distributed in the earth’s crust and lithosphere [8].   
The natural occurrence of the mineral titanium is TiO2 (titanium 
dioxide), which is extracted from the earth and then further 
processed and purified. The two main routes to make its extraction 
are sulfate and chloride process. The first one uses the mineral 
ilmenite, which contains 40-60% TiO2 and the second one uses the 
mineral rutile, which contains up to 90-95% TiO2 [9]. 
Currently, about 60% of the TiO2 worldwide production is 
generated by the chlorine process. However, some efforts have been 
done to improve the sulfate process. Nano-TiO2 has been produced 
via sulfate process and parameters such as H2SO4 molar volume, 
reaction time; initial preheating temperature and H2SO4 
concentration have been studied. The decomposition rate of ilmenite 
increases with the intensification of H2SO4 molar volume from 0.28 
mol to 0.32 mol. The optimal reaction time to provide the maximum 
ore decomposition was found at 120 min, while the H2SO4 
concentration was 13.5 mol/L [10].   
 
2.1.2 Applications  
 
Due to the high reflectivity of rutile and anatase, the primary 
application of TiO2 is food coloring, cosmetics, sunscreens, 
toothpastes, polymers, paints, and any other products in which white 
pigmentation is wanted [1]. TiO2 has been used in façades paints as 
one of the most efficient white pigments due to its high refractive 
index and chemical inertness. It is also widely used in waterborne 
paints, thanks to its compatibility with aqueous dispersions [11]. 
However, the use of TiO2 in paints has some limitations. The 
polymeric binders used in paints to fix the pigment, when in contact 
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with titania, may be oxidized when exposed to sunlight. This effect 
is known as chalking, which is a non-adherent white powdery 
substance formed on the surface, similar to the chalk on the 
blackboard [1, 4].  
Many products that are consumed in daily life use TiO2 in their 
composition in order to improve the whiteness. The foods with the 
highest content of TiO2 include candies, sweets, and chewing gums, 
placing the children as the main consumers. A child consumes 2-4 
times more TiO2 per kgbw then an adult. Even though the TiO2 
nanomaterials used in foods are discharged as feces or urine, little is 
known about the effects of these nanoparticles in the human body. 
Some studies report a possible link of nano-TiO2 to asthma, 
inflammation and Crohn’s disease from gastrointestinal intake. 
However a risk assessment has not been published yet, care has to 
be taken when comparing exposure to effect [12].  
The main use of TiO2 in cosmetics is sunscreens. The intrinsic 
ability to filter ultraviolet (UVA/UVB) wavelength spectra provides 
a broader protection than any other sunscreening agent. In the past 
the sunscreens based on TiO2 and ZnO let an opaque layer on the 
skin resulting in reluctance of consumers to use the products. This 
visual effect has been addressed by decreasing the particle size of 
these metal oxides to nanoscale. However, there are some concerns 
about the use of TiO2 and ZnO nanoparticles in sunscreens. The first 
is about the photocatalytic properties, which can produce reactive 
oxygen species. Nevertheless, the manufacturers of nanoparticles 
containing sunscreens attempt to block the potential production of 
the reactive oxygen species by coating the nanoparticles or adding 
anti-oxidant compounds to the sunscreen formulation. Another 
concern is about the penetration of the sunscreen in the skin. Many 
researches have been made on this topic and the great majority of 
these studies indicated an apparent inability of TiO2 and ZnO 
nanoparticles to reach viable cells in the dermis [13, 14].   
In the energy field, titanium dioxide is one of the most recently 
investigated solar cell material, especially for dye sensitized solar 
cells (DSSCs). When sensitized with organic dyes or inorganic 
narrow band gap semiconductors, TiO2 can absorb light into the 
visible light region and convert solar energy into electrical energy 
[15].  
Due to the rapid growth of population and extensive usage of 
newly developed electricity-consuming devices, the energy 
consumption throughout the world is predicted to be increased at the 
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rate of 1.5% per annum from 2010 to 2040, and it is estimated that 
30 TW of energy will be needed globally by the year 2050. Thus, 
this area has received special attention in the last years.  
Even though the solar cell technology nowadays (~80-90%) is 
dominated by silicon-based material, TiO2, ZnO and SnO2 are 
widely used as photo-electrodes in the DSSCs. They have gained 
extensive attention because of their low production cost, ease of 
fabrication and tunable optical properties, such as color and 
transparency [16]. DSSCs are generally composed of a photoanode 
(dye-sensitized TiO2 film), a counter electrode (CE), and an 
electrolyte containing a redox couple (iodide/triiodide). Fabrication 
of a qualified mesoporous TiO2 film is crucial because the 
photoanode determines the power conversion efficiency (PCE) of 
the device to a large extent [17].     
Among those widespread TiO2 applications, photocatalytic 
activity is one of the most studied topic discussed in the literature 
nowadays. Titania is largely used in a variety of applications and 
products in the environmental and energy fields, including self-
cleaning surfaces, air and water purification systems, sterilization, 
hydrogen evolution, and photoelectrochemical conversion [18].  
 
2.1.2.1 Photocatalytic activity of TiO2  
 
For many years TiO2 has been studied on the photocatalysis field 
due to its distinguished properties under UV light irradiation. 
According to Fujishima et al. [4], the first paper reported in the 
scientific literature about this TiO2 behavior was in 1921. In that 
work, the authors proposed that titania was partially reduced during 
illumination with sunlight in the presence of an organic compound 
such as glycerol. Along the years, many reports have been made, 
with another important milestone in 1972, the Fujishima and Honda 
Nature paper [2], which has been cited thousands of times with an 
exponential increase after 2000. Coincidently, it was the same year 
in which the term superhydrophilicity appeared for the first time in 
the technical literature, in four papers published by three different 
research groups from Japan [19].  
Currently, considerable attention is given to the development of 
photocatalysis. A variety of products across a broad range of 
research areas, including especially environmental and energy-
related fields have used photocatalysis in their development. Fig. 1 
shows the main applications of TiO2 on photocatalysis field, which 
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are mostly related to the environment, as well as energy, such as 
solar cell and hydrogen based devices [18]. These applications do 
not depend only on the properties of the TiO2 material itself, but 
also on the adjustments of the TiO2 material host (e.g., inorganic 
and organic dyes) and on the interactions of TiO2 materials with the 
environment [3].   
Titanium dioxide is one of the photocatalytic materials most 
studied in the scientific community. Its availability associated with 
low production costs, high chemical stability, no toxicity and high 
photoactivity makes it an ideal photocatalyst. Furthermore, 
photogenerated electrons are reducing enough to produce 
superoxide from dioxygen [3, 20].  
 
 
Figure 1. Applications of TiO2 photocatalysis. (adapted from Nakata, 2012 
[18]).  
 
The TiO2 photocatalytic properties are originated from the 
formation of photogenerated charge carries (holes and electrons), 
which occurs upon the absorption of ultraviolet (UV) light 
corresponding to the band gap [18]. Fig. 2 shows a schematic 
illustration of the formation of photogenerated charge carriers upon 
absorption of ultraviolet (UV) light. Two reactions occur 
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simultaneously: the first involving oxidation from photogenerated 
holes, and the second involving reduction from photogenerated 
electrons. Both processes must be balanced precisely for the 
photocatalyst itself do not undergo change, which is, after all, one of 
the basic requirements for a catalyst [4, 21].  
 
Figure 2. Schematic illustration of the formation of photogenerated charge 
carriers (hole and electron) upon absorption of ultraviolet (UV) light 
(adapted from Nakata, 2012 [18]). 
 
The tendency of recombination of the generated positive and 
negative charge carriers by UV radiation are competing phenomena 
[20]. In comparison with other semiconductors, titanium dioxide has 
a relatively slow rate of charge carrier recombination. This places 
TiO2 in advantage, since a photo-generated electron-hole pair needs 
a lifetime of at least 0.1 ns for chemical reactions to be facilitated 
[22]. If recombination occurs too fast, then there is no time for any 
other chemistry occurs, and photocatalytic activity is not observed. 
As titania has a relatively long live, around 250 nanoseconds, it 
allows the electron or hole to travel to the crystallite surface [23].  
Titanium dioxide has three main polymorphs: rutile, anatase and 
brookite. Even though anatase has a larger band gap (~3.2 eV) if 
compared to rutile (~3.0 eV) [24, 25], the photocatalytic 
performance of anatase generally is considered superior than rutile. 
The first parameter that contributes to the improved performance is 
the high surface area, as the size of TiO2 particles decreases, the 
fraction of atoms located at the surface increases. This leads to a 
high density of localized states, which involve electrons with 
energies between the conduction band and valence band and 
consequent surface-adsorbed hydroxyl radicals. Another important 
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aspect is the slow charge carrier recombination for anatase phase, 
which is essential for a good photocatalytic performance [26]. In 
addition, Sclafani and Herrmann [27] have shown by 
photoconductance measurements that rutile is less efficient in 
creating electron-hole pairs able to be followed by photosorption of 
oxygen. In parallel, after completion of photodesorption, rutile was 
less efficient in photoadsorbing oxygen. By contrast, anatase was 
able to substantially ionosorb oxygen, in the form of both O- and O2- 
species. The O- adsorbed species are principally involved in gas 
phase mild oxidation reactions, whereas O2- species are involved in 
electron capture in aqueous phase reactions to let photoholes react 
with surface OH- groups.  
Regarding to the grain size of titania, smaller grain sizes present a 
better performance related to the photocatalytic activity [28]. 
However, if the grain is too small, for some particular cases the 
activity is actually decreased. Wang et al. [29, 30] have studied the 
degradation of chloroform by TiO2 with different grain sizes. 
According to their study, 11 nm TiO2 presented higher activity than 
6 nm and 20 nm. When the particle size becomes extremely small, 
due to the surface defect in semiconductors, surface recombination 
becomes an important process. In the regime of ultrafine particle 
size, most of the e-/h+ pairs are generated sufficiently close to the 
surface. They may quickly reach the surface, and undergo rapid 
surface recombination mainly due to the abundant surface trapping 
sites and the lack of driving force for e-/h+ pair separation. Since the 
characteristic time for surface e-/h+ recombination is much faster 
than that of the interfacial charge carrier transfer processes, the 
increase in the interfacial transfer rate will be outweighed by the 
increased surface recombination rate in ultrafine particles beyond a 
certain size reduction  
 
2.1.2.2 Photocatalytic performance of TiO2 
 
The photocatalytic activity of TiO2 has received special attention 
in the last years in order to improve its performance under UV and 
visible light. TiO2 band gap is 3.2 eV for anatase and 3.0 eV for 
rutile, this means that just wavelengths shorter than ~400 nm can 
excite pairs of electrons and holes. Considering the whole sunlight 
spectrum, just 5% has sufficient energy to cause effective 
photosensitization [31]. Besides, energy loss due to light reflection, 
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transmission and energy loss as heat is inevitable in the 
photoprocess [32, 33].  
The major practices to enhance the TiO2 photoexcitation both 
under UV and visible light involve catalyst modification by doping, 
metal coating, surface sensitization, surface area increasing and 
development of secondary titania photocatalyst [33]. Among these 
practices, one of the most common is the use of doping into the 
TiO2 lattice. Specific doping can even postpone the anatase-to-rutile 
phase transition regarding to temperature, as simultaneously 
changes the physical-chemistry of the surface of TiO2, which can 
increase the photocatalytic performance. The main doping used are 
rare-earth (RE) [34-36], transition metals [37] and non-metals [38].   
Among various RE doping, it can be cited Er3+ and Yb3+. They 
have been used and improvements on the photocatalytic activity 
under visible light have been observed. The primary mechanism for 
the visible light sensitization is attributed to the availability of 
higher adsorption sites, increase of the BET surface area, decrease 
of the crystallite size and prevention of electron-hole recombination 
[35]. The formation of an excitation energy level below the 
conduction band of TiO2 from the binding of electrons and oxygen 
vacancies decreases the excitation energy of RE doped TiO2, 
resulting in highly active photocatalysts [35, 39]. Liang et al. [36] 
have studied the degradation of orange I by RE ions (Sm3+, Nd3+, 
Pr3+) doped TiO2. They found the highest photoactivity at 1.5% 
RE3+ dosage under UV light irradiation, and 1.0% RE3+ under 
visible light. The transitions of 4f electrons of RE3+ led to the 
enforcement of the optical adsorption of catalysts and favored the 
separation of photo-generated electron-hole pairs. Additionally, the 
red shift of the optical adsorption edge of TiO2 by rare earth ion 
doping was helpful to the improvement of visible light 
photocatalytic activity of TiO2. Hence, the transitions of 4f electrons 
of RE3+ and red shifts of the optical adsorption edge of TiO2 by rare 
earth ion doping and dye sensitization enhanced visible light 
photocatalytic activity of TiO2 [36].  
Another set of doping is the metal doping, which has been widely 
used in order to improve the photocatalytic performance on the 
degradation of various organic pollutants under UV and visible light 
[3]. The performance of these materials does not depend just on the 
materials itself, but also on the organic pollutants, synthesis method, 
doping concentration and experimental procedure. Therefore, it is 
difficult to make unified conclusions. Choi et al. [40] have made a 
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systematic study with 21 metal ions on the oxidation of CHCl3 and 
reduction of CCl4. They found that the photocatalytic activity was 
related to the electron configuration of the dopant ion. In those 
dopant ions with closed electron shells, little or no effect on the 
activity was observed. Doping with Fe3+, Mo5+, Ru3+, Os3+, Re5+, 
V4+, and Rh3+ at 0.1-0.5 at.% significantly increase the 
photoreactivity for both oxidation and reduction while Co3+ and 
Al3+ doping decreases the photoreactivity. The relative efficiency of 
a metal ion dopant depends on whether it serves as a mediator of 
interfacial charge transfer or as a recombination center. The ability 
of a dopant to function as an effective trap is related to the dopant 
concentration, the energy level of dopants within the TiO2 lattice, 
their d electronic configuration, the distribution of dopants within 
the particles, the electron donor concentration, and the incident light 
intensity [40]. The transition metal ions are interesting for inducing 
a batho-chromic shift of the band gap. However, these dopings 
change other physical properties such as lifetime of electron-hole 
pairs and adsorption characteristics. For any photocatalytic reaction, 
the lifetimes of electrons and holes must be long enough to allow 
them to reach the surface of photocatalyst. When transition metals 
ions are incorporated into TiO2, new trapping sites are introduced 
which affect the lifetime of the charge carriers. For instance, Cr3+ 
and Mo5+ doping decrease the TiO2 lifetime from 89.3 µs to 30 µs 
and 20 µs for Cr-doped-TiO2 and Mo-doped-TiO2, respectively. 
Then, due to reduced lifetime of TiO2 doped with Cr3+, fewer charge 
carriers can reach the surface and hence initiate degradation of the 
dye. So, Cr-doped-TiO2 presents lower photocatalytic activity by 
degradation of Rhodamine B then pure TiO2 [31]. 
In the present thesis was chosen the metal element Nb5+ in order 
to be used as doping component into TiO2. The ionic radius of Nb5+ 
(0.64 Å) is only slightly larger than Ti4+ (0.605 Å). Then, a solid 
solution can be formed into the TiO2 lattice. To compensate the 
excess charge of Nb5+ in substitution to Ti4+, one Ti cation vacancy 
may be created per 4 Nb introduced. Alternatively, the 
stoichiometric reduction of Ti4+ to Ti3+ may also occur depending 
on preparation conditions, which will introduce shallow donor 
levels below the conduction band (CB) edge of TiO2 [41, 42]. The 
electronic transition from valence band (VB) to these donor levels 
will be excited by the visible light and therefore render the Nb-
doped TiO2 photocatalyst to be visible light responsive, such as 
nonstoichiometric TiO2 [43]. 
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Nb2O5-doped titania has been shown to have higher 
photocatalytic activity for the degradation of diquat dibromide 
monohydrate under UV-light as compared to pure TiO2 [44]. 
Photocatalytic oxidation of 4-chlorophenol and iodide as well as the 
photoreduction of hexavalent chromate (Cr6+) have been studied by 
Nb-TiO2 catalysts, which presented enhanced photocatalysis under 
visible light [45].  
Nonmetal-doped TiO2 is also used to improve the TiO2 
photocatalytic performance. Various nonmetal elements, such as B, 
C, N, F, Cl, and Br, have been successfully doped into TiO2 
nanomaterials and a desired band gap narrowing was achieved. For 
instance, C-doped TiO2 presents three deep levels located at 
approximately 0.86, 1.30, and 2.34 eV below the conduction band 
in C-doped TiO2, which are attributed to the intrinsic nature of TiO2 
for the first one and the two levels newly introduced by the C 
doping [3]. Asahi et al. [46] have calculated densities of states of 
the substitutional doping of C, N, F, P, or S for O in the anatase 
TiO2 crystal. The substitutional doping of N was the most effective 
because its p states contribute to the band gap narrowing by mixing 
with O 2p states. Even though S doping shows a similar band gap 
narrowing, it is difficult to incorporate it into the TiO2 crystal due to 
its large ionic radius, as evidenced by a much larger formation 
energy required for the substitution of N.  
Recently, Horovitz et al. [47] have used N-doped TiO2 as a 
coated photocatalytic membrane reactor on α-Al2O3 membrane. The 
degradation of carbamazepine was studied for doped and undoped 
TiO2 films. Applying full spectrum, the N-doped TiO2-coated-
membranes produced a significantly higher (by >100%) degradation 
rate than undoped TiO2-coated ones. These improvements can be 
attributed to some facts, for instance, N atoms can act to narrow the 
band gap of TiO2, making it capable of absorbing visible light and 
hence exhibiting vis-driven photocatalysis. Oxygen vacancies 
contribute to the vis activity and the doped N atoms can enhance the 
stabilization of these oxygen vacancies.    
                     
2.1.2.3 Superhydrophilic property 
 
The term superhydrophilicity, also called superwetting, is referred 
to the water (liquid) apparent contact angle less than 5° [19]. As 
discussed before, when TiO2 is irradiated by UV-light, it presents 
the well-known photocatalytic phenomenon. Moreover, titania 
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presents superhydrophilicity, which was discovered by accident in 
the laboratories of Toto Inc. in 1995. In that case, a TiO2 film was 
prepared with a certain percentage of SiO2, and acquired 
superhydrophilic properties after UV illumination. The electrons 
and holes produced react in a different way (Fig. 3). The electrons 
tend to reduce the Ti4+ cations to the Ti3+ state, and the holes 
oxidize the O2- anions. In the process, oxygen atoms are ejected, and 
then oxygen vacancies are created. Subsequently, the water 
molecules can occupy these oxygen vacancies, producing adsorbed 
OH groups, which tend to make the surface hydrophilic [20].        
            
 
Figure 3. Mechanism of photoinduced hydrophilicity (adapted from [20]). 
 
This phenomenon is reversible, though. Feng et al. [48] have 
fabricated TiO2 nanorod films and found that the 
superhydrophobicity and superhydrophilicity could be switched 
back and forth. They have performed several cycles switching the 
nanorods from UV-light (2 h) and darkness (two weeks). After each 
cycle, the water contact angle turned to ~0° (superhydrophilic) or 
~150° (superhydrophobicity). When the material is placed in the 
darkness, the adsorbed hydroxyl groups can gradually be replaced 
by atmospheric oxygen. Then, the surface evolves back to its 
original state, and the surface wettability converts from 
superhydrophilic to superhydrophobic again [48]. Strong evidence 
about this phenomenon is observed when the irradiated TiO2 film is 
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exposed to pure O2 gas in the dark. The water contact angle 
increment rate is remarkably accelerated [49].               
Practical applications of superhydrophilic technology involve 
properties as self-cleaning, anti-fogging and biocompatibility, which 
can be applied to roads, houses, buildings, agriculture, electrical or 
electronic equipment, vehicles, consumer products and paints [20]. 
A self-cleaning material covered with TiO2 can have this property 
since the organic contamination can be decomposed with the aid of 
ultraviolet light. However, the efficacy of self-cleaning surfaces was 
found to be dependent on the relative rates of decontamination vs. 
contamination. The TiO2 photocatalyst can keep the surface clean 
only when the photocatalytic decontamination rate is greater than 
that of contamination [4]. Thus, Wang et al. [49] have suggested 
that the self-cleaning property is increased when the materials are 
used at external environments, where they can be exposed to water 
flow, such as natural rainfall. Several external products have been 
developed, such as tiles, glass and tents, which are based on the 
photocatalytic and superhydrophilic properties of TiO2, and can be 
maintained clean by the action of sunlight and rainwater. As shown 
in Fig. 4, the organic matter, such as oil, is decomposed thanks to 
the TiO2 photocatalytic properties. Additionally, organic 
contaminants and dust can be washed out by rainwater because of 
the superhydrophilic property of TiO2 [50].  
 
Figure 4. Schematic diagram of the decontamination process occurred on 
the superhydrophilic self-cleaning surface (adapted from [50]).  
 
Naturally, the self-cleaning surface will not be clean forever. The 
process depends on the illumination conditions of sunlight, the 
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amount of rainfall, and the accumulation rate of organics and dirty. 
However, the self-cleaning surface will retard the rate of 
contamination, maintaining the surface clean for a long period. 
Thus, this can save a lot of time and cost for cleaning maintenance, 
particularly for high buildings and flexible plastic materials [50].  
Recently, novel applications, which use TiO2 properties, such as 
superhydrophilicity have been proposed in the literature. For 
instance, Léonard et al. [51] have made a stainless steel coated with 
TiO2 and Multi-Walled Carbon Nanotubes (MWCNTs) doped TiO2. 
The proposal was to increase the lifetime of steel materials. The 
combination of the three properties (anticorrosive protection, 
photocatalytic activity and superhydrophilicity) allows developing a 
material with low fouling and with a reduced corrosion. Therefore, 
the final material that can be set in inaccessible places has a longer 
lifetime. TiO2 alone induces a decrease of the corrosion due to its 
photogenerated electron and due to a barrier effect. Introduction of 
MWCNTs enhances the anticorrosive property of TiO2 by 
increasing the corrosion potential (anodic displacement) and 
decreasing corrosion current [51]. On the other hand, the 
superhydrophilic property of TiO2 has been used to enhance the 
oil/water separation using poly(vinylidene fluoride) (PVDF) 
membrane. TiO2 nanoparticles were directly anchored on the 
surface of PVDF membrane and the permeation flux for some 
oil/water emulsions was considerable high [52].               
 
2.1.3 Crystalline Phases  
 
The three main polymorphs of TiO2 at atmospheric pressure are 
rutile, anatase, and brookite. The most stable one is rutile, while 
anatase and brookite are metastable [53]. Even though these are the 
main polymorphs, another five high-pressure phases of TiO2 have 
been reported:  
 TiO2 II or srilankite, an orthorhombic polymorph of the 
lead oxide structure;  
 Cubic fluorite-type polymorph;  
 Pyrite-type polymorph;  
 Monoclinic baddeleyite-type polymorph; and 
 Cotunnite-type polymorph.  
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Several publications have discussed the stability of these phases. 
However, for research and development applications they are of 
minor significance [1].   
Due to the difficulty of synthesis, brookite is also rarely studied. 
Thus, this chapter will focus at the two most studied phases in the 
literature, which are anatase and rutile. The crystal structure of these 
two phases can be described in terms of chains of TiO6 octahedra, 
where each Ti4+ ion is surrounded by an octahedron of six O2- ions. 
The difference between these two structures is the distortion of each 
octahedron and the assembly pattern of the octahedral chains. While 
a slight orthorhombic distortion is shown in the rutile octahedron, 
the anatase is significantly distorted, and then its symmetry is lower 
than orthorhombic. The distances among the atoms also are 
different from one phase to another. The Ti-Ti distances in anatase 
are larger, whereas the Ti-O distances are shorter than those in 
rutile. Furthermore, different mass densities and electronic band 
structures are observed between the two phases. Each octahedron of 
anatase is in contact with eight neighbors, four sharing edge and 
four sharing a corner. For rutile structure, each octahedron is in 
contact with 10 neighbor octahedrons, two sharing edge oxygen 
pairs and eight sharing corner oxygen atoms [3].     
The exposed crystal faces influence TiO2 properties, such as 
superhydrophilicity. Fig. 5 shows the three main crystal faces for 
anatase. The most predominant face is the plan (101) (Fig. 5a), 
which is corrugated, also with alternating rows of 5-coordinate Ti 
atoms and bridging oxygens that are at the edges of the 
corrugations. The (001) face (Fig. 5b) is rather flat but can undergo 
a (1 × 4) reconstruction. These two surfaces are common for natural 
crystals and they have low surface energies. The third presented 
face is the surface (100), which is less common on typical 
nanocrystals, but it is observed on rod-like anatase grown 
hydrothermally under basic conditions [4]. Rutile also has three 
main crystal faces, which are (110), (100), and (001). They are 
represented at Fig. 6a, 6b and 6c, respectively. The most thermally 
stable is (110), and consequently it has been the most studied one. It 
has rows of bridging oxygens connected to just two atoms. Then, 
the corresponding Ti atoms are 6-coordinate. However, there are 
rows of 5-coordinate Ti atoms running parallel to the rows of 
bridging oxygens and alternating with these. The (100) surface also 
has alternating rows of bridging oxygens and 5-coordinate Ti atoms. 
However, they are in a different geometric relationship with each 
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other. Between these three faces, the surface (001) is the one 
thermally less stable, restructuring above 475 °C [4]. It can also be 
mentioned that, owing to the different crystal structure and 
associated exposed planes of the two polymorphs, anatase has been 
reported to have a lower surface enthalpy and lower surface free 
energy than rutile [54].         
 
Figure 5. Schematic representations of selected low-index faces of anatase: 







Figure 6. Schematic representations of selected low-index faces of rutile: (a) 
(110); (b) (100); and (c) (001) [4].  
 
Other properties also differentiate anatase from rutile, as shown at 
Table 1. Both phases have tetragonal crystal structure, but anatase 
has four atoms per unit cell, while rutile has just two. It can also be 
noted that the lattice parameters and unit cell volume are different 
between the two. When anatase transforms to rutile, the lattice a and 
b extend a little, going from 0.3785 to 0.4594, and the lattice c 
shrinks from 0.9514 to 0.2958. Then, a change in density is 
expected between the two phases. Due to the lattice c shrinkage, 




Another notable difference is the solubility of anatase in 
hydrofluoric acid (HF). This is an alternative method of measuring 
the rutile/anatase proportions. The anatase phase is dissolved, 
leaving the rutile phase intact. The disadvantages of this method is 
the health risk, potential loss of material during washing, loss of 
anatase, and potential for slight solubility of rutile. However, it 
could be useful for the removal of trace levels of anatase in order to 
enhance the purity of rutile powders [55, 56].     
 
Table 1. Properties of anatase and rutile [1].  
Property Anatase Rutile 
Crystal Structure Tetragonal Tetragonal 
Atoms per unit cell (Z) 4 2 
Lattice parameters (nm) a = b = 0.3785 
c  = 0.9514 
a = b = 0.4594 
c = 0.29589 
Unit cell volume (nm³) 0.1363 0.0624 
Density (kg.m-3) 3894 4250 








Refractive index  2.54, 2.49 2.79, 2.903 
Solubility in HF Soluble Insoluble 
Solubility in H2O Insoluble Insoluble 
Hardness (Mohs) 5.5-6 6-6.5 
Bulk modulus (GPa) 183 206 
 
Besides the differential solubility, anatase and rutile also can be 
identified by X-ray diffraction, laser Raman microspectroscopy and 
impedance spectroscopy. The X-ray diffraction is the most used 
method to identify and quantify the two phases. The results can be 
treated with the aid of a software to quantify the proportions of 
anatase/rutile [57], or the analyses can be performed manually using 
the method of Spurr and Myers [1]. This method uses the ratio of 
rutile (110) peak at 27.355° 2θ to the anatase (101) peak at 25.176° 
2θ. The ratio of the intensities of those peaks, IR/IA, is used in the 
empirically determined formula (Eq. 1) to give the weight fractions 





(1)                
However, the accuracy of the results using Eq. 1 can be affected 
by some factors, such as preferred orientation, encapsulation, lattice 
distortion, degree of crystallinity, grain size, morphology, and 
surface nucleation of rutile [1].   
Another frequently used method to identify anatase/rutile phases 
is laser Raman microscopectroscopy. The respective phases have 
distinct Raman spectra, which can be used for qualitative and 
quantitative mineralogical analysis. This method has also been used 
quantitatively for on-line process control in the manufacture of 
titania powder by Hunstasman Tioxide Inc. [58]. Comparing to X-
ray diffraction, the main advantage of the Raman method is the 
analysis of thin films. The materials require a considerable 
calibration in order to be analyzed by XRD, the peaks are very 
diffuse, and the background can be like any amorphous phase, 
which if it is present, cannot be determined. On the other hand, with 
laser Raman microspectroscopy, those problems do not happen, 
then the analyses are more sensitive and efficient [1].  
The last and less used method to examine the anatase to rutile 
transformation is impedance spectroscopy, which was employed by 
Suresh et al. [59]. It measures the dielectric properties of a medium 
as a function of frequency. However, since the method relies on the 
difference in resistivity between the two phases, it presents two 
uncertainties associated with electrical resistivity measurement. The 
resistivity is a function of the grain connectivity, which is a 
microstructural factor rather than a mineralogical one. In addition, 
the electrical properties are affected by the dopants and impurities.   
 
2.1.4 Anatase-to-rutile phase transition 
 
The initial crystalline phase formed in the synthesis of TiO2 is 
generally anatase. The crystallization from the amorphous 
hydroxide is an exothermic reaction and it has the activation energy 
(Ea) for the nucleation growth of 181 kJ/mol [60]. From the 
thermodynamic point of view, the anatase phase is formed first due 
to the lower surface energy at smaller grain sizes [7]. However, it is 
a metastable phase and it will transform to rutile at temperature 
varying from 400 to 1200 °C. The parameters that influence the 









 particle size,  
 particle shape,  
 surface area,  
 atmosphere,  
 volume of sample,  
 nature of sample container,  
 heating rate,  
 soaking time,  
 impurities (from raw materials and container), and  
 measurement technique  [1].  
The anatase-to-rutile transformation, also known as ART, is 
reconstructive. The transformation involves the breaking and 
reforming of bonds [61]. As shown in Table 1, the ART involves a 
contraction of the c-axis and an overall volume reduction.  
For the ART proceed at a measurable rate, sufficient thermal 
energy is required to facilitate the rearrangement of atoms. This 
energy requirement is reached at ~600-700 °C in air in the absence 
of dopants or impurities. However, since the impurities are always 
present, the transformation can be enhanced or impeded by them. 
Furthermore, one of the most important factors that affect the ART 
is the presence and amount of defects on the oxygen sublattice. For 
instance, the increased levels of oxygen vacancies in reducing 
atmosphere during heating promote the phase transformation [1].   
Both anatase and rutile phases have particular properties that can 
be crucial for specific applications. For example, in the 
photocatalytic field, the anatase has been cited as the most effective 
between the two [23, 62]. So, if the TiO2 is used as a film on a 
material that requires high temperature process, the control of ART 
will be needed in order to avoid the phase transition and keep the 
performance of this material. On the other hand, if rutile phase is 
desired in processes that have temperature constraints, a 
manipulation on process conditions or material will be needed to 
promote the formation of rutile at lower temperature. Thus, the 
understanding of the stability of the TiO2 polymorphs is an 
important tool to control the process.   
One of the most used tools to promote or inhibit the anatase to 
rutile phase transition is the use of doping. The ionic radius and the 
valence is one of the factors that can direct influence the phase 
transition. Cations with small radii and low valence accelerate the 
transition to rutile. This is due to the increasing of oxygen 
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vacancies, which is result of the substitution of Ti4+ ions for cations 
with lower valences. In contrast, cations with valence >4 should 
inhibit the ART. Assuming that the cations of valence higher than 4 
will substitute the Ti ions in the anatase lattice, this will annihilate 
the existing oxygen vacancies and the formation of Ti interstitials of 
the same or lower valence [1].   
Besides doping, other parameters can affect the transition. For 
instance, thermal treatment in air or O2 can inhibit the ART, mainly 
because of the filling of oxygen vacancies [63]. Furthermore, the 
grain size is a very important parameter that will affect the stability 
of the phase. The critical grain size or surface area where one phase 
is more stable than the other was determined by thermodynamic 
studies. Fig. 7 shows the phase diagram for nanocrystalline titania, 
as developed by Castro [5].  
     
Figure 7. Phase diagram for nanocrystalline titania considering the surface 
contribution to the total energy of the system [5].   
 
According to Fig. 7, decreasing particle size (increasing surface 
area), an energy crossover is observed between the phases at a 
critical size below which anatase is more stable than rutile. 
Considering that anatase has lower surface energy than rutile, this 





where Gsys is the total free energy; Gbulk is the bulk free energy; γ is 
a general term accounting for the interface energies; and A is the 
respective area. This equation takes into account that 
nanocrystalline ceramics are thermodynamically non equilibrium 
states. Increasing surface area (decreasing particle size) one should 
expect that the total free energy of rutile nanoparticles would 
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3. A REVIEW ON PHOTOCATALYTIC CERAMIC TILES: 
TECHNOLOGY AND CHALLENGES1 
 
A review of the latest research in photocatalytic ceramic tiles was 
made in this chapter. It is discussed the methods used to deposit the 
particles on the surface, highlighting the advantages and 
disadvantages of each method. The adhesion of TiO2 on the surface 
of ceramic tiles is evaluated and the main tests presented. The 
influence of the TiO2 on the characteristics of ceramic tiles, as 
color, brightness, cleanability and roughness is discussed according 
to the available data. Finally, the photocatalytic performance is 




The production of ceramic tiles with improved technical and/or 
esthetical properties has received special attention in the last years. 
The implementation of new technologies that are able to aggregate 
value to the final product, as decoration with high definition [64] or 
low thickness products [65, 66] opened the market for functional 
tiles, with tasks that go beyond the traditional applications [67]. 
Recently, efforts to produce self-cleaning materials using TiO2 on 
the surface of ceramic tiles have been intensified. These novel 
products facilitate to keep the building exterior clean by utilizing 
solar energy through photocatalytic (PC) phenomena [68]. 
However, manufacturing these tiles requires special attention, as 
well as further processing steps.    
The knowledge of the phenomena involved in such photocatalytic 
activity and superhydrophilic properties of TiO2 is crucial to make a 
successful self-cleaning product. For ceramic tiles, critical aspects 
have to be considered: high sintering temperature, reaction between 
TiO2 and substrate, adhesion of the TiO2 film/particles and changes 
in the appearance of the tile surface. The lack of control of one or 
more of these aspects can result in products that will not work 
properly or will lose the properties over time. For instance, Ducman 
et al. [69] have measured the degradation of methylene blue (MB) 
of four commercial ceramic tiles named as photocatalytic products 
available on the market. Not surprisingly, their PC efficiency was 
very different: the best performance was 62% MB decomposition 
                                                             
1 To be submitted for publication. 
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after 6 h, while the worst one was just 3% after the same period of 
time (the other two were 15% and 41% of MB degradation). Those 
differences are a good example of problems that may arise in the 
industrial production of PC ceramic tiles.  
Indeed, the technological and scientific parameters to be kept 
under control for a suitable industrial scale application are not 
completely understood yet. Some of those parameters are connected 
with the need of immobilizing the photocatalyst on the ceramic tiles 
by suitable powder deposition and sintering techniques. This 
implies in the modification of the production cycle, including an 
additional annealing step at a temperature that is a compromise: not 
too high (to avoid the anatase-to-rutile transformation, ART), but 
high enough to achieve a good adhesion of TiO2 particles on the 
ceramic substrate. In fact, it is necessary to obtain materials that are 
able to maintain their additional functionalities over time in 
different working conditions [70].    
Besides the self-cleaning properties, ceramic tiles coated with 
photoactive TiO2 can present other properties as antibacterial 
activity, i.e., a bacteriostatic action. These materials could be used 
in hospitals, schools, restaurants, houses, or any place that needs a 
especial attention for the human health [71]. The purpose of these 
materials is to kill fungi and bacteria from the surface of ceramic 
tiles, having by this way a self-sterile ceramic tile. Moreover, TiO2 
coating on the surface of ceramic tiles can be also exploited as a re-
usable photocatalytic material for water cleaning. Instead of having 
suspended powders, which must be filtered afterwards, PC tiles can 
be used as catalyst support after mere rinsing of the tiles with water 
and without affecting the photocatalytic activity [72, 73].    
Considering this promising picture, some efforts have been spent 
to improve the photocatalytic performance of the coated ceramic 
tiles. The use of doping or coupled photocatalyst materials may be 
an alternative to increase the photoactivity performance [57, 74]. 
The doping can even shift the ART to higher temperatures, allowing 
a higher annealing temperature to improve the adhesion or also 
increase the photocatalytic performance of the ceramic tiles 
produced at the same temperature using pure TiO2.  
Another important aspect to be aware when planning the 
development of photoactive ceramic tiles on an industrial scale is 
the PC performance. Usually the results achieved with TiO2 
powders in a suspension do not match with those after final coating. 
In many cases, a considerable decrease in performance was 
53 
 
observed, since the formation of films reduce significantly the total 
surface area available for reaction. Seabra et al. [73] have studied 
the degradation of Orange II dye for four different powders. 
Curiously, the powder with higher PC performance suspended in 
water did not correspond to the most efficient when applied on 
ceramic tiles.  
Thus, the aim of this work is to critically review the information 
available in the literature about photocatalytic ceramic tiles, 
especially for TiO2 coatings. The purpose is to discuss obstacles and 
challenges to the diffusion of photocatalytic tiles. This review is 
divided in five sections: deposition methods; adhesion of TiO2 on 
ceramic tiles; effects on the substrate, like color, brightness, 
cleanability and roughness; the photocatalytic properties; and the 
characterizations performed on the coatings.  
 
3.2 Deposition methods 
 
The deposition method represents a key step in the production of 
photocatalytic ceramic tiles. Its choice directly influences some 
basic parameters, such as the total amount of TiO2 deposited, the 
layer thickness, and surface roughness, which in turn are closely 
related to the PC performance of the products. Moreover, other 
aspects such as surface area of TiO2 layers, particles adhesion on the 
substrate and the TiO2 polymorph can markedly affect the PC 
performance and durability over time. On the other hand, in most 
cases it is strictly necessary to preserve the surface properties of the 
ceramic tiles in terms of color, brightness and cleanability after the 
functional layer deposition [69, 70].  
Most of the works available in the literature refer to deposition 
methods already used on glaze lines for decoration purpose. 
However, some methods applied at laboratory scale are not easily 
transferrable to the industrial scale. Examples of these methods are 
liquid phase deposition (LPD) [71] and dip coating [75-77]. Both 
methods consist in the immersion of the tiles in suspended TiO2 
particles or their precursors (i.e. titanium hydroxide) followed by 
controlled emersion at a given rate. These methods imply that both 
sides of the samples will be coated by the TiO2 containing solution, 
leading to an increase of production costs. Moreover, especially for 
LPD, the time requested to keep the tile immersed in the solution is 
too long. This aspect is in contrast to the high speed required in the 
production lines nowadays [71]. Table 2 shows the deposition 
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methods that have already been tested for application of TiO2 on the 
surface of ceramic tiles. As it can be seen, spraying is the most used 
technique at lab scale due to the simplicity and availability of the 
method. Furthermore, it can be easily transferred to the production 
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The data showed in Table 2 only refer to TiO2 coatings on 
ceramic tiles, bringing back a great evidence of the huge variation 
on thickness and roughness according to the method used. Details 
about the methods as well as the differences among them are 








Spraying is currently the most common technique to deposit TiO2 
on the surface of ceramic tiles as it comes out from more than 50% 
of the works available in the literature. Usually, tiles manufactures 
already have glazing lines equipped with spraying machines to 
apply water after drying and subsequently, to deposit glazes on the 
ceramic tiles. This can enable the technology transfer, making the 
process sortable for the industrial scale [69, 74]. As it can be seen in 
Table 2, the thickness of sprayed coatings typically are in the 0.1-
3.0 µm range, which is very thin if compared with those obtained by 
roller printing, ink jet, or screen printing [70, 72, 84]. Regarding to 
the roughness, just one work has reported data using spraying (10-
30 nm), which are the lowest values in Table 2. Of course, these 
data do not depend just on the deposition technique. It can vary 
according to the glaze and substrate parameters, especially when 
very thin coatings are produced.  
Spraying can use TiO2 suspensions [69] or a synthesized sol [68, 
74], or even a mixture of TiO2 powders with glazes [80]. The TiO2 
particles can be as small as 7 nm [69, 79] and the PC performance 
of the coated ceramic tiles will depend on the TiO2 used, sintering 
temperature, and crystalline phase. The amount of TiO2 suspension 
deposited on the ceramic tiles can be regulated adjusting the line 
speed in a continuous process. For manufacturing plants where very 
high speed is needed, two or more spraying heads may be used.   
 
3.2.2 Screen printing 
 
Screen printing is a well-established decoration technique used in 
ceramic tiles manufacturing. Its introduction at industrial level can 
be dated back to 50 years ago - flat and rotary screen printing, to 
1960s and 1970s, respectively. Moreover,  flexographic and intaglio 
printing were introduced in the 1990s [64]. Currently it is utilized to 
produce special decorations during second or third firing.   
The method has been recently tested to deposit TiO2 on ceramic 
tiles [72, 84] for functional purposes. Positive results in terms of PC 
degradation of orange II under UV-light [85], visible light [72] and 
sunlight irradiation [84] have been reported. The research typically 
uses commercial powders available on the market as TiO2 from 
Kronos [72, 84] or Degussa P25 [85], dispersed in a suspension 
medium (often an organic one) properly deposited [72]. However, 
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the use of these organic media can decrease the PC performance of 
the coated ceramic tiles. In fact, depending on their physical 
properties, i.e. the degradation temperature or even the softening 
point, organic vestiges can remain as covering of the deposited TiO2 
particles or as undesired impurities among them. Thus, it will 
reduce the number of active surface sites available for the catalytic 
process [72, 73].    
If compared to other methods, screen printing generates thicker 
layers with a typical thickness in the 5-35 µm range [72, 84]. This 
could be a disadvantage, since the use of materials at the nanoscale 
requires lower amount of powders for the required properties due to 
their high surface area and reactivity. The thickness and the amount 
of TiO2 deposited on ceramic tiles can vary according to the sieving 
screens used. It has been reported, for example, that a 55 µm sieving 
screen can deliver 25 g/m² of TiO2, while a 136 µm sieve, 50 g/m² 
TiO2 [72].  
Rego et al.[84] have reported roughness values of ~300 nm using 
AFM. Marcos et al. [72] have shown SEM micrographs for screen 
printed samples fired at different temperatures. The TiO2 layers 
presented a granular texture that could be of interest for PC 
purposes due to the increased surface area. However, the same 
group has reported later that the screen-printing process causes an 
unpleasant appearance of the ceramic tile surfaces with a high 
degree of roughness that makes it more difficult to be cleaned. All 
these features can represent a drawback for screen printed PC tiles 
[73].   
 
3.2.3 Ink jet printing 
 
Ink jet printing is a recent innovation for decorative purposes in 
the production of ceramic tiles. Its introduction improved the quality 
of printing on the ceramic support providing the surfaces with a 
wide range of esthetical features. If compared to other methods, the 
advantages are mainly related to the fact that it is a non-contact, 
digital process. Therefore, fragile or non-flat substrates, which are 
difficult to treat with screen or roller printing, can be processed 
without any restriction [86].  
Ink jet printing is based on the digitally controlled ejection of 
drops of fluid from a print head onto the substrate. The ink-jet 
printers are classified as either continuous (CIJ) or drop-on-demand 
(DOD). The last one, which is widely used in tiles manufacturing, 
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allows to deposit a precise quantity of functional ink on the 
substrate in the form of droplets. The process essentially involves 
the ejection of a ﬁxed quantity of ink from a nozzle through a 
sudden, quasi-adiabatic reduction of the ink chamber volume via 
piezoelectric action. A chamber ﬁlled with liquid is contracted in 
response to the application of an external voltage. This sudden 
reduction sets up a shockwave in the liquid, which causes a liquid 
drop to eject from the nozzle. The ejected drop falls due to gravity 
and air resistance until it impinges on the substrate, spreads under 
momentum acquired in the motion, and surface tension aided ﬂow 
along the surface. The drop then dries through solvent evaporation 
[64].       
This technique has been recently tested for application of TiO2 
films on ceramic tiles. It is suitable for covering large areas with 
TiO2 in a continuous high speed process [70]. A thickness of TiO2 
ink jet printed layers of about 70 µm has been reported, which is 
quite similar to the typical range (~65 µm) cited in the literature for 
decorative ink applications. Indeed, it can be considered thick, if 
compared to that delivered by spraying techniques (0.1-3.0 µm) 
[86]. Raimondo et al. [70] have compared the deposition of TiO2 
dispersed nanopowders by ink jet and roller printing. It was 
observed by high magnification SEM images that both methods 
produce TiO2 particles assemblage as flakes moieties, whose 
distribution and frequency depend on the deposition technique. The 
flakes are larger when roller printing is used and higher amount of 
TiO2 is deposited. However, at higher annealing temperatures (up to 
1000 °C) the surface becomes smoother in both processes. 
Regarding to the superhydrophilic property, all coated samples fired 
up to 800 °C presented water contact angle lower than 5° after 2 h 
under UV-light irradiation. The wettability before irradiation varies 
from 20° to 50°, decreasing on coated samples with higher 
annealing temperatures in accordance with the simultaneous 





3.2.4 Roller printing 
 
Roller printing is a decorative technique that has been widely 
employed in the industries since 1990s. A common roller printer 
uses a silicon roll, which is formed by small holes that are filled 
with the ink and transferred to the ceramic tiles by direct contact 
with the tile surface. The technique has been tested for application 
of TiO2 films on ceramic tiles [70]. The outcoming superhydrophilic 
performances were similar to those provided by TiO2 printed by ink 
jet, as discussed before. However, the thickness of the coatings 
increased up to about 100 µm, which is the highest value provided 
by all techniques. This potentially involves an undesired worsening 
of the esthetical appearance of tiles.   
Another hindrance of this technique is a possible presence of 
small spaces between the drops deposited, which may reduce the 
overall photoactivity of the products. For overcoming this 
drawback, it is necessary to design special rolls with smaller holes 
and smaller spaces among them.   
 
3.2.5 Glazing  
 
Some researchers have mixed TiO2 with glaze and then applied it 
on the ceramic tiles by different processes, e.g. dip coating [75] or 
spraying [80]. Glazing might be very convenient, since the particles 
could be deposited with no additional equipment on the production 
line. The problem faced with this practice is related with the 
exposed surface area of TiO2 particles. If titania is mixed with the 
glaze, most particles will be trapped in the glazed film. Thus, just 
few particles will be exposed on the surface, which will decrease the 
photoactivity of the ceramic tiles. Moreover, high amounts of TiO2 
mixed with glaze can result in cracks after sintering [75], which is 
an undesired effect.  
Tezza et al. [80] have studied the degradation of MB using TiO2 
powders mixed with frits. After sintering at 850 and 900 °C, the 
photocatalytic activity was very low, showing just a little 
degradation after 5 h under UV-light. The lower performance was 
attributed to the large particle sizes of TiO2, to the anatase-to-rutile 
transformation, and also to the fact that the TiO2 particles were 
surrounded by melted frits, which decreased the TiO2 sites exposed 






The adhesion of functional layers on a given substrate is one of 
the most critical variables directly affecting the long term 
performance of the products. Among the papers dealing with PC 
ceramic tiles, less than 30% have tested this property and most of 
them come from the same group. Even when the material works 
well at a first moment, it is not guaranteed that the same 
performance will remain over time. Therefore, in case of a material 
with a lifetime of 10 to 20 years, the aim of making a self-cleaning 
ceramic tile will be ruined if the TiO2 goes away over time. In this 
way, some efforts have been done to evaluate the adhesion of the 
TiO2 coated ceramic tiles. However, specific studies that can 
provide standard values to be used for industries in order to estimate 
the material durability are still missing.    
Nevertheless, some researchers approached the problem of 
improving the particles adhesion to the substrate, for instance by 
increasing the sintering temperature or introducing adhesion 
promoters between the functional layer and the substrate. Seabra et 
al. [73] have deposited TiO2 on glazed ceramic tiles and have 
reported that, when the samples are fired at temperature as high as 
950 °C, the coating results firmly adhered to the substrate. 
However, when annealing steps were performed at 850 °C, the 
coating’s adhesion revealed not to be sufficient and the removal of 
powder was easy even by touching. They have also tried to increase 
the content of serigraphic base with the aim of increasing the 
adhesion, but its presence was deleterious for the PC performance 
of the coated ceramic tiles. The annealing temperature is another 
processing parameter to be strictly controlled to avoid loss of PC 
activity. As already discussed, the PC efficiency is reduced due to 
the transformation of anatase (PC active phase) to rutile (PC 
inactive phase) and the consequent grain growth with the lowering 
of the specific surface area [87].  
In the literature, some experimental procedures have been 
proposed to evaluate the adhesion of the TiO2 films on ceramic tiles. 
In this review, some of them were selected and a brief description is 







3.3.1 Scratch test 
 
The scratch test has been used to verify the adhesion of TiO2 
coated on unglazed porcelain stoneware [81-83], glazed [83], and 
polished ceramic tiles [82]. Specific equipment can be designed to 
characterize the adhesion of the surface coating or alternatively it 
can be used equipments designed to evaluate the scratching 
resistance of the material. The experiment consists in making a 
scratch on the surface of the coated ceramic with a linearly 
increasing load (e.g. 0.1-30 N) at constant speed. Commonly a 
diamond tool is used as the scratching indenter. The output of the 
progressive load scratch tests are called Lc1, which is the load 
where the first cracking occurs and Lc2 that is the load at each 
catastrophic failure begins. In other words, Lc1 shows the 
maximum force the coating resists before presenting any visual 
effect on it and Lc2 shows the force at which the coating is 
completely removed. In order to obtain a precise result, the 
scratches can be observed by optical microscopy. Some equipment 
already come with an attached microscope, which makes the 
analysis easier. Fig. 8 shows a typical example of scratch test on 
unglazed porcelain tile coated with SiO2/TiO2, in which the coating 
resistance increases as TiO2 ratio and temperature increase [81].  
 





This method was also used to evaluate the adhesion of TiO2 
doping in films. The analysis was carried out for undoped TiO2 
films and Ag-doped-TiO2 films. The results have shown no 
significant difference from doped and undoped TiO2 films [82]. 
 
3.3.2 Alternative Methods 
 
Some authors have reported some alternative ways to evaluate the 
TiO2 adhesion on ceramic tiles. Murugan et al. [68] have used the  
the tape test (ASTM D3359-08 Method B). According to them, the 
thin TiO2 film coated by sol gel has not presented significant 
delamination, corresponding to a 5B level, which is the maximum 
adhesion according to the test. This method will not be explained in 
detail here, because  it actually covers procedures for assessing the 
adhesion of coatings on metallic substrates which is not the scope of 
this review.          
An alternative test was performed by Raimondo et al. [70] on 
TiO2 films coated by roller printing and ink jet printing. They have 
used brushing abrasion (2500 cycles) in the presence of a neutral 
detergent. Then, the water contact angle was measured before and 
after the aged surfaces. It was found that higher temperature (e.g. 
800 °C) and larger amounts of TiO2 (~ 4.6 g/m² TiO2) can maintain 
the superhydrophilicity. However, for lower amounts of TiO2, e.g. 
<3.6 g/m² and lower temperature (e.g. 400 °C) the 
superhydrophilicity was lost.  
 
3.4 Effects of the TiO2 coating on ceramic tiles  
 
The ideal scenario for TiO2 coated ceramic tiles should be a 
transparent thin film that does not affect any characteristic of the 
product. Nevertheless, some properties, such as color, brightness, 
cleanability, roughness and durability of the TiO2 coatings may vary 




Color is a very important control parameter for ceramic tiles, 
which influences directly the product final quality. Efforts have 
been done along the years to understand how to keep the tonality 
constant among the tiles, e.g. by analyzing the effect of ink density 
and mesh opening gradient on color variation [88]. Thus, it is 
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important that a TiO2 coating on ceramic tiles does not have any 
side effect on this property.           
The color changing on coated tiles can be evaluated by UV-vis 
spectroscopy using the CIELab method. The method defines a color 
through three parameters, L*, a* and b*, which correspond to 
brightness, red/green and yellow/blue color intensities, respectively. 
Moreover, a color difference can be defined as ΔE*, based on the 
relationship described by Eq. 3.  
 
   
(3) 
 
where ΔL*, Δa* and Δb* correspond to the differences in 
luminosity and in chromaticity between the two colors. If ΔE* is <1, 
it means that there is no hue variation. This method has been used to 
evaluate the hue variation on unglazed and glazed porcelain tiles 
coated with SiO2/TiO2 (wt% ratio 95/5) [81, 83]. The results have 
not shown any difference in the visual aspect, since ΔE* was lower 
than one. On the other hand, Ag-doped-TiO2 samples have shown 
some variation in color when applied on glazed ceramic tiles [82]. It 
is worth notice that those evaluations were made with TiO2 coated 




Brightness can be defined as the luminance of a body. Apart from 
its hue or saturation, which an observer uses to determine the 
comparative luminance of another body, the reflection parameters 
can be evaluated using the gloss of the sample. An instrument called 
glossmeter can be used to measure specular reflection gloss of a 
surface. It is determined by projecting a beam of light at a fixed 
intensity and angle onto a surface and measuring the amount of 
reflected light at an equal but opposite angle. This parameter is 
correlated with the surface roughness of the samples. So, the value 
tends to be higher for glazed ceramic tiles comparing to unglazed 
ones [82]. The amount of TiO2 and the temperature can affect this 
characteristic; higher temperature and higher amount of TiO2 











Ceramic surfaces are often used when an easy-to-clean surface is 
needed, for instance, in hospitals and in industrial clean rooms or 
domestic kitchens and bathrooms [76]. Thus, it is important that the 
TiO2 coating does not affect this essential function of the ceramic 
tile surface. Cleanability is associated with the stain resistance, 
which may be interpreted as the difficulty of removing any 
substance in contact with the surface without reacting with it. Stain 
resistance varies widely in ceramic tiles, depending on the type of 
surface. For unglazed polished porcelain stoneware, the resistance 
to stains is proportional to the concentration of surface defects, 
either inherited by the ceramic body (i.e. pores) or originated during 
polishing (e.g. grooves, scratches) [89].  
The measurements can be addressed using a standard procedure, 
e.g. ISO 10545 – Part 14, which specifies a method for determining 
the resistance to stains of the surface of ceramic tiles. The surface of 
the tile is maintained in contact with various test solutions (staining 
agents) for a sufficient period of time. Then, the tile is subjected to 
specific cleaning procedures and, finally, it is examined to detect 
any irreversible changes in appearance [90].    
TiO2 thin films on ceramic tiles should not change the original 
cleanability of the glazed ceramic tile. Kuisma et al. [76] have 
demonstrated that the cleanability of TiO2-coated ceramic glazed 
surfaces remain unchanged after heat treatment at 500 °C. The 
maintenance of cleanability was possible thanks to the low 
roughness. On the other hand, the cleanability also depends on the 
deposition method used. Seabra et al. [73] have reported that 
screen-printing gives to the ceramic tile surface a high degree of 
roughness and consequently it makes them difficult to clean.  
Despite a high rough surface has normally low cleanability, under 
UV-irradiation this property is improved for soil containing organic 
particles. This is attributed mainly to the higher photocatalytic 
activity due to the increased surface area. However, for oil soil the 
UV-radiation does not show any improvement in the cleanability of 




The roughness of ceramic tile surface influences aspects as 
cleanability, visual effects as brightness and properties as anti-
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slipping. Thus, if the original characteristics of ceramic tiles are 
desired to be maintained, the TiO2 coating should not change the 
roughness of the surfaces. On the other hand, if the purpose of the 
coated ceramic tiles is to act as a photocatalyst for water cleaning, a 
higher surface roughness is desired. This is because the surface 
available will be larger and the photocatalytic reaction rate will be 
increased as well [91].  
The roughness of TiO2 coated ceramic tiles has been measured 
using contact profilometry [76] and atomic force microscopy 
(AFM) [82, 84]. In the first one, the average roughness (Ra) is 
based on the centerline of a surface, and it describes the average 
height or depth of the peaks above and below the centerline. The Ra 
value usually stated in µm is the most commonly used descriptor of 
surface roughness and it can be calculated in both two and three 
dimensional forms [76]. AFM is a kind of scanning probe 
microscopy that can provide a 3D profile on a nanoscale by 
measuring forces between a sharp probe (radius less than 10 nm) 
and a surface at very short distances (0.2-10 nm probe-sample 
separation).   
In order to consider the ceramic tiles hygienic, Ra has to be lower 
than 0.8 µm. In Table 2, all ceramic tiles coated with TiO2 are 
below of this value [76, 77, 82, 84], which shows that the tiles can 
be coated by TiO2 films and the hygienic properties can be 




The durability of TiO2 coating on ceramic tiles has rarely been 
investigated. It can be performed using a standard procedure, such 
as UNI-EN 1096-2. This method is related to artificial weathering 
of coatings on glass for buildings in outdoor and indoor applications 
[92]. Sciancalepore et al. [83] have evaluated the durability of SiO2-
TiO2 coating on ceramic tiles, after aging treatments within a 
climatic chamber. For condensate resistance, the test was performed 
for 21 days in air at constant temperature (40 °C); for acid 
resistance, the test was conducted for 5 days in a SO2-saturated 
atmosphere; and finally, for salt spray resistance, it was performed 
for 21 days at constant temperature (40 °C) with a 5 g/L NaCl 
solution. The samples were analyzed before and after the tests by 
SEM and the results showed a very homogeneous and intact 
coating, which was not altered by the performed treatment. In fact, 
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even if some defects were present, they did not affect the 
functionality of the coating.    
 
3.5 Photocatalytic properties of coated ceramic tiles  
 
One of the objectives of making a photocatalytic ceramic tile is to 
have a self-cleaning surface. This specific characteristic is governed 
by two properties of TiO2: the photocatalytic degradation of 
organics, and the superhydrophilicity. The decomposition of 
organics will work if the rate of decontamination is higher than the 
contamination. For external applications, the superhydrophilic 
property also helps to keep the tiles clean. The action of the 
increased wettability of water from the rain will create a thin water 
film, washing out dusts from the surface of the ceramic tiles [4, 49, 
50].  
However, the coated surface will not present necessarily both 
properties at the same time [20]. The works available in the 
literature rarely evaluate those characteristics simultaneously. Table 
3 shows 18 selected references that dealed exclusively with 
photocatalytic ceramic tiles. It shows photocatalytic tests and which 
dye was used in the case of dye degradation.  Just five of those 
studies have dealed with degradation of dyes and water contact 
angle at the same research. Of course, it has to be considered that 
some researchers have focused their efforts on other aspects, as 
antibacterial materials [71, 75], or water remediation applications 




Table 3. Photocatalytic tests performed on photoactive TiO2 coated ceramic 
tiles. 
Ref.  Degradation 
of dyes 










No --- No Yes No 
Sciancalepore, 
2015, [83]  
Yes MB Yes No No 
Tezza, 2015, 
[80] 
Yes MB Yes No No 
Ke, 2014, [74] Yes MB No No No 
Niederhausern
, 2013, [82] 
Yes MB Yes Yes No 
Ducman, 
2013, [69] 
Yes MB No No No 
Murugan, 
2013, [68] 







No No No 
Raimondo, 
2012, [70] 
Yes MB Yes No Yes 
Seabra, 2011, 
[73] 
Yes Orange II No No No 
Bondioli, 
2009, [81] 
Yes MB Yes No No 
Rego, 2009, 
[84] 
Yes Orange II No No No 
Ruiz, 2009, 
[85] 
Yes Orange II No No No 
São Marcos, 
2008, [72] 
Yes Orange II No No No 
SUN, 2008, 
[71] 
No  --- No Yes No 
Kuisma, 2007, 
[76] 
No --- No No No 
Maatta, 2007, 
[77] 
No --- Yes   No No 
Kemmitt, 
2004, [78] 




The degradation of dyes was performed in the majority of the 
papers, while water contact angle, anti-bacterial and degradation of 
NOx were measured less frequently. Degradation of NOx was only 
evaluated once [70].  
Particularly, water contact angle measurements and degradation 
of methylene blue seems to become a standard experiment for PC 
ceramic tiles. This dye is also the most common used; orange II, 
rhodamine and crystal violet were less commonly employed.  
In the next sections, the experiments are discussed individually.  
 
3.5.1 Photo-degradation of dye 
 
The photo-degradation of dyes is the main test performed on PC 
ceramic tiles. Dyes are frequently used as model pollutant 
substances because their concentration can be easily examined using 
a spectrometer [79]. Hereafter, the degradation of methylene blue 
and orange II, which represent the main tested dyes on PC ceramic 
tiles, will be discussed.  
 
3.5.1.1 Methylene blue  
 
Degradation of methylene blue is widely tested on catalysis field. 
It has become a very popular dye due to its highly colored nature, 
good chemical stability, and low cost [79]. A standard test for 
determination of photocatalytic activity of surfaces in aqueous 
medium by degradation of methylene blue was published in 2010 
(ISO 10678:2010) [93]. This standard applies artificial ultraviolet 
(UV) radiation and describes the parameters and apparatus to be 
used. The three main steps are: (1) pre-irradiation to decompose any 
possible organic contaminants remaining by photocatalytic 
oxidation on the surface of the material tested; (2) pre-adsorption of 
MB solution on the surface of the PC ceramic tiles; (3) and 
photocatalytic test itself. The results are expressed by the specific 




      
where Rirr is the specific degradation rate with UV radiation and 
Rdark is the specific degradation rate without UV radiation.  
 






where Ep is the photo UV-radiation intensity. 
A Japanese Industrial Standard, (JIS R 1703-2) presents an 
alternative procedure to ISO 10678, but the results are represented 
by the decomposition activity index, R (µmol/L/min). This value is 
calculated from the gradient of the straight line of MB concentration 
C(t) and the ultraviolet light irradiation time  [94].  
Alternatively, several other parameters have been applied to 
evaluate the photoactivity of ceramic tiles. Thus, a comparison of 
this property in ceramic tiles is not straightforward, since there are 
different experimental parameters and forms to show the results. For 
instance, the volume of MB during the experiment according to the 
ISO and JIS is 35 mL. However, in the experiments this value varies 
from 6 to 150 mL; the total reaction time, which supposed to be up 
to 3 h, varies from 3 to 8 h; the time interval to measure the 
absorbance is in the range from 20 min to 2 h (whereas every 20 
min is the reference). Moreover, the concentration of MB varies 
from 10 to 15 µmol/L and the UV light intensity from 10 to 20 
W/m².  
A practical experiment to evaluate the self-cleaning property was 
suggested by Murugan et al. [68] for TiO2 coated glazed ceramic 
tiles (Fig. 9). A tile was divided in two zones, TiO2 coated (bottom) 
and uncoated (top). A permanent marker stain was applied on the 
surface and the tile was left under sun light for 55 h. The stain made 
on TiO2 coated zone is hardly visible after the test, supporting the 










Figure 9. Demonstration of self-cleaning effect on glazed tiles using 
permanent marker stain: (a) 0 h and (b) after 55 h of sun light irradiation 
[68].   
 
Considering the experimental parameters, it is concluded that the 
direct comparison of performance among the various researches is a 
quite complicate task. Thus, the discussion is limited on the 
evaluation of the findings proposed in each investigation using MB 
solutions, as summarized in Table 4.  
 
Table 4. Degradation of methylene blue solutions with PC ceramic tiles.    
Ref.  Procedure and effects on MB degradation  
Tezza, 2015 [80] Glazed ceramic tiles were obtained after mixing TiO2 
with two commercial ceramic frits. Thus, the mixed 
glazes were sprayed on ceramic tiles and sintered at 850-
1000 °C. A very low degradation of MB was achieved 
after 5 h of exposition to UV light. The main reasons 
were the TiO2 particles surrounded by the melted frits, 
not being exposed to the surface of the tiles and large 
particle size after sintering.     
Sciancalepore, 
2015 [83] 
Mixing of silica/titania (ratio 95/5 wt%) on glazed 
(average roughness, Ra, 5.5 µm) and matt (Ra, 42.8 µm)  
porcelain stoneware tiles and heated up at 100, 200, 400 
and 600 °C for 5 min.  
Degradation of MB was higher in all glazed tiles (smaller 
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roughness) and it decreased as the temperature increased. 
After a PEI III test, the photocatalytic activity ability 
decreased ~75% on glazed tiles and ~50% for matt 
porcelain stoneware.  
Ke, 2014 [74] TiO2/ZnTiO3 prepared by sol-gel technique was coated 
on glazed ceramic tiles.  
The degradation of MB of anatase TiO2/ZnTiO3 was 
higher than anatase TiO2 and rutile TiO2/ZnTiO3. Smaller 
crystalline size and higher surface area was achieved for 
doped samples.   
Ducman, 2013 
[69] 
TiO2 suspensions (1% and 4%) were prepared in 
isopropanol and deposited on the ceramic tiles by 
spraying. Drying at 100 °C and firing up to 700 -850 °C.  
All tiles fired up to 850 °C presented a very low activity. 
The sample just dried at 100 °C and those fired up to 700 
°C presented similar activity. The lower activity was 
found for samples sintered at 850 °C attributed to the 
ART and grain growth.    
Petrovic, 2012 
[79] 
Ceramic tiles coated by TiO2 suspensions (4.5, 1, 0.5 and 
0.1 wt%) and fired up to 700 °C for 30 min.  
Degradation of MB was higher for samples coated with 
4.5 wt% TiO2. For those coated with 0.1 and 0.5 wt%, 
degradation was very low. Difference in performance 
was attributed to the TiO2 concentration on the surface.    
 
 
3.5.1.2 Orange II  
 
TiO2 coated ceramic tiles for photocatalytic decomposition of 
Orange II have been applied in water remediation [72, 73, 84]. The 
idea was sustained by the use of ceramic tiles as a material for 
degradation of the dye, instead of using suspended powder.  
From the practical point of view, catalysts suspended in slurry 
have to be filtered afterwards. This filtration process is sometimes a 
difficult task, and particles can be lost along the way. This extra 
process is avoided when a PC ceramic tile is employed. After the 
degradation of the dye, just a simple rinse is needed and the tiles are 
ready to get back on work. A summary of the main findings in the 
literature about degradation of orange II solutions by PC ceramic 






Table 5. Degradation of Orange II solutions with PC ceramic tiles.    
Ref.  Procedure and effects on Orange II degradation  
Seabra, 2011 
[73] 
Degradation of Orange II for four commercial TiO2 
powders: Kronos, P25, QCH and QCr. When they were 
used in suspension, P25 has presented the best performance, 
while QCr has not presented any degradation at all, which 
was directly attributed to the grain size. After applying the 
powders on the ceramic tiles and sintering at 950 °C, 
Kronos has shown the best results due to the postponing of 
ART.     
Rego, 2009 
[84] 
Photocatalytic degradation of Orange II comparing TiO2 
and ZnO coated ceramic tiles under sunlight irradiation. 
The films were made by screen-printing and firing up to 
850 °C. TiO2 coating achieved ~90% degradation after 10 h 
and ZnO coating, 83% after 12 h. For degradation with 
different solution pH, the natural pH of the dye suspension 
(~7.6) had a better performance.  
Ruiz, 2009 
[85] 
Photocatalytic activity comparing 10 different glazes, ZrO2 
frit and a TiO2 glaze (0.2-4.0% TiO2). Three glazes 
presented some activity (anorthite, cassiterite and zircon). 
ZrO2 frits (2.5-12% ZrO2) presented higher activity at 
higher ZrO2 percentage. TiO2 glaze (4%) sintered at 790 °C 
had photo-degradation similar to P25.      
Marcos, 
2008 [72] 
TiO2 layers (Kronos) were deposited by screen-printing on 
glazed ceramic tiles (25 and 50 g/m² TiO2 layers). Photo-
degradation of Orange II was evaluated under visible light. 
The annealing temperatures were from 300-1100 °C. The 
tiles fired at 1100 °C did not presented any photocatalytic 
activity. Best rate constant was achieved at 950 °C with 50 





Superhydrophilicity (water contact angle <5°) is another distinct 
photo-induced phenomenon of TiO2. The electrons tend to reduce 
the Ti4+ cations to the Ti3+ state, and the holes oxidize the O2- 
anions. In this process, oxygen atoms are ejected, and then oxygen 
vacancies are created. Subsequently, the water molecules can 
occupy these oxygen vacancies, producing adsorbed OH groups, 
which tend to make the surface hydrophilic [20].  
This experiment has become an important and popular 
photocatalytic test for ceramic tiles [70, 77, 80-83]. Practical 
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applications of superhydrophilic technology involve properties as 
self-cleaning and anti-fogging.   
A standard test method for self-cleaning performance of 
semiconducting photocatalytic materials can be carried out by 
measuring the water contact angle according to ISO 27448 [95]. 
The test method is directed for bulk photocatalysts or photocatalytic 
coatings, which are usually made from semiconducting metal oxides 
such as titanium dioxide [95].  
Superhydrophilicity is time dependent, which can vary from less 
than 10 min [81, 82] to over 2 h [70, 77]. However, ISO 27448 also 
specifies the use of an organic substance (oleic acid) on the surface 
of the active ceramic as a pretreatment to evaluate the self-cleaning 
performance. The test simultaneously evaluates the decomposition 
of the organic substance and the hydrophilic property. In this case, it 
takes longer to achieve a very low water contact angle because of 
the organic decomposition. Considering a PC ceramic tile, the water 
contact angle increases when the oleic acid is applied on the surface 
of the ceramic. Then, as the organic is decomposed, the hydrophilic 
property takes place, but to reach the hydrophilic water contact 
angle in this process it can take over 50 h [83].  
The roughness of the sample influences directly on the water 
contact angle before and after UV-radiation. A lower roughness 
provides a lower water contact angle on the surface of the ceramic 
tiles [77]. This is also evident when the water contact angle is 
measured before irradiation in different annealing temperatures, e.g. 
400-1000 °C. The higher is the temperature, the lower is the 
roughness and the lower is the contact angle [70].  
Even though rutile is normally not photocatalytic active, some 
evidences show that it can present the superhydrophilicity. [20].  
 
3.5.3 Antibacterial activity 
 
PC ceramic tiles can be very employed in hospitals, schools, and 
restaurants due to the antibacterial activity, since fungi and bacteria 
may harm the human health. However, new PC ceramic tiles usually 
are focused on photocatalytic activity and self-cleaning properties. 
As a result, this relevant characteristic is rarely investigated in the 
literature. This is also attributed to the need of specific tests, which 
are usually not available in the ceramic tiles laboratories.  
The Japanese Standard JIS Z 2801:2010 [96], specifies a test for 
antibacterial activity and efficacy to bacteria on the surface of 
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antibacterial products. Two type of bacteria are described, 
Staphylococcus aureus and Escherichia coli. A number of 
parameters must be followed in order to make a reliable test.  [96]   
Antibacterial activity is the value that shows the difference in 
logarithmic values of number of viable bacteria between the 
antibacterial products and the untreated product after inoculation 
followed by incubation of bacteria [96]. Ag-TiO2 coated glazed 
ceramic tiles have been studied and higher performance has been 
observed in comparison to pure TiO2 coating [71, 82]. Even without 
UV irradiation, Ag with TiO2 can reduce up to 100% of the 
bacterial colonies. Two theories attribute the performance to the 
presence of Ag. One supports that metal silver can react with water 
and release silver ions, and silver ions combine with sulphydryl in 
bacteria, resulting in the blocking of breathing and finally the death 
of the bacteria. The other one says that silver can react with the 
oxygen dissolved in water and generate activated oxygen O· that 




The development of a PC ceramic tile involves a number of 
analyses that give important information, which are essential to 
understand and evaluate the photo activity. Scanning Electron 
Microscopy (SEM) is present in most papers (Fig. 10), giving 
valuable evidence about the material performance. Usually, for TiO2 
coated ceramic tiles, SEM is used to analyze the microstructure, 
grain sizes, thickness and shape of the particles and coatings. At the 
surface microstructure it is also possible to observe whether or not 
the TiO2 particles are covered with glass [69, 80], which will make 




Figure 10. The most common experiments performed during a PC ceramic 
tile development. The bars mean the frequency the experiments appeared 
in the papers up to date. 
 
Dye degradation is the second more common analysis, followed 
by X-ray diffraction (XRD) and film thickness measurement. Both 
X-ray diffraction and Raman are used to identify the crystalline 
phase, which are of crucial importance in the photocatalytic field.  
 
3.7 Summary and future challenges 
 
Photocatalytic ceramic tiles have been manufactured and 
commercialized around the world. However, the optimal processing 
conditions are still a challenge, even from the performance point of 
view, as from the production costs. In terms of process, some 
choices have to be made when the production of those materials 
starts.  
Spraying is the most popular application method used. The thin 
film obtained by this technique allows the use of TiO2 nanoparticles 
efficiently, increasing the PC performance due to the higher surface 
area achieved. The sintering temperature also plays an important 
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hole on the development of PC ceramic tiles. A traditional ceramic 
tile has sintering temperature around 1150-1200 °C. However, if the 
TiO2 is sintered at those temperatures the anatase to rutile phase 
transition will take place, as well as the coarsening and the material 
will not be photoactive anymore. Alternatively, a second fire has 
been applied, with usual temperature varying from 600-900 °C, 
which is the range where the anatase phase is preserved and high 
crystallinity is achieved, consequently higher PC performance. The 
extra sintering process involves a change in logistics and increases 
the production costs. This extra cost will be worth if the value of the 
new material is marketed correctly, and it will be sustainable if a 
long term performance is guaranteed.  
The performance along the years depends firstly to the 
maintenance of TiO2 on the surface of the material. This is related 
with the adhesion of TiO2 films, as well as the place where the 
material is installed. The adhesion can be tested by scratching test, 
tape test and brushing abrasion. The durability of TiO2 coating 
ceramic tiles also can be evaluated by artificial weathering of 
coatings on glass for building in outdoor and indoor applications. 
However, just few researchers have tested those characteristics in 
their ceramics. 
Characteristics, as color, brightness, roughness and cleanability of 
a PC ceramic tile coated with TiO2 in most of the cases are not 
affected. However, there are still some variable that can affect them, 
e.g., Ag-doped-TiO2 slightly changes the ceramic surface color. The 
use of screen-printing as application method can influence the 
roughness and the visible aspects. Moreover, brightness can be 
affected by the amount of TiO2 deposited and temperature.    
The most common test used to evaluate the photoactivity is the 
degradation of methylene blue. Even though there are international 
standards available, as ISO 10678 and JIS R 1703-2, the 
experimental parameters from one research to another may be 
different, so the PC performance comparison becomes difficult.  
Nanoparticles made possible the use of very small amounts of 
TiO2 with improved performance. However, manufacturing a 
photocatalytic ceramic tile with a single fire, is still not possible. 
The lack of parameters to specify the service life according to the 
area installed and the practical relationship of the dye degradation 
with the self-cleaning property are also questions that remain 
unanswered.     
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4. PRIMARY METHODS AND TECHNIQUES 
 
This chapter outlines general aspects of the main techniques and 
equipment used throughout this work. Details are provided at the 
respective chapter.     
 
4.1 Synthesis of TiO2 nanoparticles 
 
Throughout the thesis, three syntheses methods have been used to 
produce TiO2 nanoparticles. Those methods were hydrothermal, co-
precipitation and sol gel.  
 
4.1.1 Hydrothermal method 
 
Hydrothermal synthesis usually refers to heterogeneous reactions 
in aqueous media above 100 °C and 1 bar. The method was 
introduced into modern solid state research after 1945. The interest 
was centered on the growth of pure crystals of sufficient size, which 
could present interesting physical properties. The use of autoclaves, 
which serve as protection for the reaction vessel is required to 
withstand the pressure applied during the synthesis. From the 
standpoint of behavior towards corrosion, Teflon is the ideal 
container material. Thus, the entire autoclave with all reactants, 
including the joint, is placed within the oven, which can be operated 
with temperature gradients as well as isothermally [97].           
The chemicals used to produce TiO2 nanoparticles via 
hydrothermal method in this work were based on Liu et al.’s work 
[98]. Titanium butoxide (10 mL), butanol (60 mL), acetone (10 mL) 
and acetic acid (10 mL) were first mixed. Then, a mixture of 
butanol (40 mL) and distilled water (3 mL) was added to the former 
solution. The new solution was mixed for 1 h and transferred to an 
autoclave for hydrothermal process at 240 °C for 6 h. For Nb2O5-
doped-TiO2, niobium butoxide was used as precursor. 
 
4.1.2 Co-precipitation  
 
Precipitation is a nucleation and growth process with controlled 
kinetics. High nucleation and slow growth rates are usually required 
to keep the particle powders small. The solubility of the desired 
cations dissolved in an aqueous solution in the precipitation 
technique is exceeded by evaporation of the liquid or by adding a 
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chemical precipitant agent. Then, the precipitation of metal 
hydroxides is promoted. The control of nucleation and growth 
mechanisms and consequently of the particles morphology can be 
achieved with the modification of pH and temperature of the 
solution [99].  
The method has been used to synthesize various common 
ceramics nanoparticles, as NiO [100], TiO2 [101], ZnO [102], and 
ZnAl2O4 [103]. Usually, a stoichiometric amount of the desired 
metal nitrate is dissolved in distilled water and slowly dripped into 
ammonia. Titanium (IV) isopropoxide (TTIP) was used as Ti 
precursor, being slowly dripped into an ammonium hydroxide 
solution (NH4OH, 5M) under vigorous stirring. For Nb2O5-doped-
TiO2, niobium butoxide (NB) was used as precursor. Then, TTIP 
and NB were mixed for 10 min in the desired stoichiometric ratio 
and dripped into the ammonium hydroxide solution.  
An amount in excess of ammonia was used in order to keep the 
pH difference with the metal ion solution. This helps driving 
nucleation of the smallest hydroxide particles, which become oxide 
nanoparticles. The solution turns an opaque slurry as the metal 
hydroxide precipitates. Afterwards, the colloidal suspension is 
centrifuged to separate the nanoparticles from the liquid. Then, it is 
washed out with distilled water and ethanol to remove any residual 
ammonia from the hydroxide’s surface. The powders are dried and 
then ground with pestle and mortar. The final process to obtain the 
oxide is the calcination at the appropriate crystallization 
temperature.  
 
4.1.3 Sol-gel technique   
 
The sol-gel is one of the most used methods to produce TiO2 thin 
films due to its cost effectiveness, homogeneity, and reliability. In a 
typical process, a colloidal suspension (a sol) is formed from the 
hydrolysis and polycondensation reactions of the precursors, which 
are usually metal salts. Then, the prepared sol is deposited on the 
substrate, following the polymerization and eventual loss of solvent. 
Hence, the liquid sol is transformed into a solid gel phase [104].    
The technique has been used to produce pure TiO2 films, as well 
doped-TiO2 [105]. In this thesis, the sol was made with the 
optimized 1:5:0.3 volume percentage titanium (IV) isopropoxide 
(TTIP), ethanol and diethanolamine [68]. For Nb2O5-doped-TiO2, 
niobium butoxide (NB) was used as Nb precursor. TTIP and NB 
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were mixed at the stoichiometric amount desired and stirred for 10 
min. Then, the mixture was dripped slowly into the 
ethanol/diethanolamine solution. Afterwards, the solution was 
stirred for 2 h at room temperature to enhance the reaction rate 
between diethanolamine and TTIP.  
This synthesis was intended to form a thin TiO2 film on ceramic 
tiles. In this way, the produced sol was dissolved again in ethanol 
(50 wt%) to reduce the viscosity and applied by spraying on the 
tiles.  
 
4.2 Powders characterization  
  
The main techniques used were thermal gravimetric analysis 
(TG), differential scanning calorimetry (DSC), X-ray diffraction 
(XRD), specific surface area by BET, scanning electron microscopy 
(SEM) and transmission electron microscopy (TEM).  
 
4.2.1 Thermal gravimetric analysis and differential scanning 
calorimetry 
 
Thermal gravimetric analysis (TG) is a technique in which the 
mass of a substance is measured as a function of temperature while 
the substance is subjected to a controlled temperature program. The 
most suitable methods for quantitative determination are 
measurements based on mass-changes in the course of 
decomposition (possibly oxidation and reduction) processes [106]. 
This method is usually applied simultaneously with differential 
scanning calorimetry (DSC) or differential thermal analysis (DTA).  
DSC and DTA are thermal analyses that measure how physical 
properties of a sample change along with temperature against time. 
In both techniques, two crucibles are heated in the measurement 
chamber. One contains the material being investigated and another 
one is typically empty, which is used as reference.  
In the case of DSC, the instruments most used are the heat flux 
DSC and the power compensated DSC. In the heat flux DSC system 
the sample and reference are heated at the same rate from a single 
heating source. Then, the temperature difference between the 
crucibles is recorded and converted to a power difference, which 
gives the difference in heat flow. In the power compensated DSC, 
the sample and the reference are heated separately. The sample and 
reference are maintained at the same temperature, and the difference 
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in thermal power required to maintain them at the same temperature 
is measured and plotted as a function of temperature or time [107].    
 
4.2.2 X-ray diffraction  
 
X-ray diffraction is a widely used technique for characterizing 
crystalline materials. From the XRD measurements information can 
be extract such as crystalline phases, lattice strain, lattice parameters 
and dislocation densities. X-rays are a form of electromagnetic 
radiation that has high energies and short wavelengths, which are in 
the order of the atomic spacings for solids. The sample is 
bombarded by X-rays of a certain wavelength, λ, at an incident 
angle, θ. The X-rays can either pass directly through the crystal or, 
depending on the angle of incidence, interact with certain atoms in 
the lattice. The interaction makes the X-rays to be scattered at every 
atomic location [108, 109].      
When the atoms are regularly spaced in a crystalline lattice and 
the incident radiation has the wavelength in order of this spacing, a 
constructive interference will occur for some angles and a 
destructive interference for others. The constructive interference 
amplifies the signal and the destructive cancels each other out. 
Thus, the constructive interference is represented by large peaks on 
a XRD pattern. This phenomenon is governed by the Bragg’s law, 




where n is the order of reflection, which may be any integer (1, 2, 
3,…) consistent with sin θ not exceeding unity and d is the parallel 
crystal lattice spacing.  




Figure 11. Schematic illustration of Bragg’s law of incident electromagnetic 
wave of wavelength λ within a material with parallel crystal lattice spacing 
d. (Adapted from [108]).  
 
From the XRD data can be calculated the crystallite size using the 





The Scherrer formula was developed in 1918, to calculate the 
crystallite size (L) by XRD radiation of wavelength λ (nm) from 
measuring full width at half maximum of peaks (β) in radian located 
at any 2θ in the pattern. Shape factor of K can be 0.62-2.08 and is 
usually taken as about 0.89. As the particle becomes smaller, the 
width of the diffraction peak increases. This is generated by 
nanocrystals deviating from that of a perfect crystal extending 
infinitely in all directions. However, broadening is just significant 
when the crystals are below 100 nm, which is one limitation to the 
technique [110].    
 
4.2.3 Specific surface area  
 
The specific surface area of the powders in this work was 
measured using the Brunauer, Emmett and Teller (BET) method,  







adsorbed depends on the exposed surface and also on the 
temperature, gas pressure and strength of interaction between the 
gas and solid. In this thesis, nitrogen was used, due to the high 
purity and strong interaction with most solids.  
Before performing the test, a pretreatment was carried out to 
remove any gas and vapor that was physically adsorbed on the 
sample surface. In this work, the pretreatment was performed by 
heating the samples under vacuum at 400 °C for 12 h. Previous 
experiments using XRD diffraction before and after the 
pretreatment have shown no changes in phase composition and 
crystallite sizes of the samples.     
During the experiment, the sample has to be cooled using liquid 
N2 in order to obtain detectable amounts of adsorption. This is 
necessary because of the weak interaction between gaseous and 
solid phases. Then, a known amount of nitrogen gas is released 
stepwise in the sample cell. Hence, by creating conditions of partial 
vacuum, relative pressures lower than the atmospheric pressure are 
achieved. When the saturation pressure is reached, no more 
adsorption occurs. After the adsorption layers are formed, the 
sample is removed from the nitrogen atmosphere and heated to 
cause the adsorbed nitrogen to be released from the material and 
quantified. The data collected is displayed in the form of a BET 
isotherm, which plots the amount of gas adsorbed as a function of 
the relative pressure.  
 
4.2.4 Electron microscopy  
 
Electron microscopy (EM) can be defined as a specialized field of 
science that employs the electron microscope as a tool and uses a 
beam of electrons to form an image of a specimen. The advantage 
of the electron microscopes in comparison with optical microscopes 
is the much shorter wavelength of the electron (e.g., λ = 0.005 nm at 
an accelerating voltage of 50 kV) when compared to the 
wavelengths of visible light (λ = 400 nm to 700 nm). Thus, if the 
voltage is accelerated in EM, the wavelength decreases and the 
resolution increases [112].    
There are two basic types of electron microscopy, scanning 
electron microscopy (SEM) and transmission electron microscopy 
(TEM). They differ fundamentally in their principles and 
applications. The SEM generates an image with the help of 
secondary electrons that gives the viewer the impression of three 
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dimensions, while the transmission electron microscope projects 
electrons through an ultrathin slice of the specimen and produces a 
two-dimensional image. Depending on the instrument used, 
specimens can be magnified roughly between 10 and 100,000 times 
in SEM and between 500 to 500,000 times for TEM [112].  
In this thesis, SEM was employed to analyze microstructure and 
thickness of TiO2 coatings, while TEM was used in powder 
specimens to observe surface morphology and particle size 
distribution.    
 
4.3 Thermodynamics studies  
 
The thermodynamics studies performed in this thesis were related 
to the surface energy, calculated by water adsorption and enthalpy 
of drop solution, determined by high temperature oxide melt 
solution calorimetry (HSC).  
 
4.3.1 Water adsorption  
 
Water adsorption microcalorimetry is based on the 
thermodynamics of water adsorption on an anhydrous ceramic 
surface. The aim of the experiment is to measure the heat of 
adsorption of water molecules on the surface of an oxide as a 
function of the relative pressures. In this work, an ASAP 2020 
sorption system connected to a Calvet-type microcalorimeter 
(Setaram DSC-111) was used (See Fig. 12). Firstly, the sample is 
heated up to remove all water from the surface. The temperature and 
time required is determined by thermogravimetry. Then, the sample 
is cooled down to room temperature, and microdoses of water (~2 
µmol) are injected by the dosimeter in the analysis chamber. The 
system re-establishes equilibrium by adsorbing water on the sample. 
The pressure after the equilibrium is the same in the reference side 
and in the sample side of the fork. ASAP 2020 measures the 
pressure and water coverage after the system reaches the 
equilibrium. At the same time, the DSC microcalorimeter measures 
the energetics of the adsorption step and reports the difference 
between the right (sample) and left (reference) forks. Then, another 
dose of water is introduced in the system from ASAP 2020. Water 
vapor again adsorbs onto the specimen to re-establish equilibrium. 
The dosing repeats until the desired relative pressure is reached [5, 






   Figure 12. Schematic representation of water adsorption experiment. 
(adapted from [113, 114]).  
  
The water adsorption on the anhydrous surface takes place in 
three distinct stages: (1) the first molecules adsorb on the surface in 
a dissociative manner, where the adsorption enthalpies are 
considerably more exothermic than liquid water; (2) this is followed 
by the adsorption of molecules that are still affected by the surface 
chemistry, but weakly; (3) at certain coverage, the water builds up 
enough monolayers that the outermost water adsorbed will not 
suffer interaction from the solid surface anymore. Thus, the 
enthalpy of water adsorption will be equal to that of liquid water (-
44 kJ/mol) and the surface energy is known to be 0.072 J/m² [5, 
113].  
Castro and Quach [114] suggested that if a water adsorption 
experiment is performed in a closed system, the surface energy will 
change according to Eq. 8.       
 
 (8) 
     
where θ is the surface coverage, ΔHads is the measured heat of 
adsorption, and γ1 and γ2 are the surface energies before and after 
the given adsorption coverage takes place, respectively. The 
ߛ2 = ߛ1 + ߠ × ∆ܪܽ݀ݏ  
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equation establishes a relationship between the surface energies at 
different water coverage. Therefore, from Eq. 8 the surface energy 
can be calculated at any water coverage if both adsorbed amount 
and heat of adsorption are known.    
In this work, the surface energy of the specimen was calculated 
using the second order surface energy differential equation proposed 
by Drazin and Castro [113]. The equations were solved numerically 
using a custom written program (MATLAB 2010a) after inserting 
fitted experimental data from both water adsorption quantity and 
associated heat of adsorption. Details about the method are shown 
in Chapter 5.   
 
4.3.2 High temperature oxide melt solution calorimetry (HSC)  
 
High temperature solution calorimeters are very accurate 
instruments capable of assessing the heat of high temperature 
dissolution of samples dropped from a room temperature condition 
into the hot molten solvent [5]. In this work, a custom-built 
instrument that operates at 800 °C was used, which is located in the 
Peter A. Rock Thermochemistry Laboratory at UC Davis. A 
schematic representation of the calorimeter used is shown in Fig. 
13.    
 
Figure 13. Schematic representation of high-temperature twin Calvet 
calorimeter and assembly for drop solution calorimetry in a molten oxide 




The four basic components are: an Inconel cylinder, the electrical 
furnace elements, a case with insulation, and two thermopiles. 
Basically, the Inconel cylinder is the thermal ballast that stabilizes 
the temperature of the system. The Inconel block is surrounded by a 
cylindrical electric furnace that is the main source of heating. The 
case and insulation surrounding the furnace control the heat flow 
from the calorimeter. Inside the Inconel block there are two 
thermopiles, each one is composed of 6 star shaped assembles of 
eight thermocouples wired in series. The Pt crucibles, where the 
solvents will dissolve the samples are set up in the center of the 
thermopile. Moreover, there are Inconel protection tubes to separate 
the thermopiles from the glassware and provide an extra protection 
from solvent leaks in the calorimeter.    
The samples were carefully prepared to avoid any residues from 
the synthesis. The presence of impurities can compromise the data; 
for instance, carbonates can combust during dissolution at high 
temperature and the heat can overcome the small interface energy 
contributions. To make sure that the samples were clean, mass 
spectroscopy was performed in all samples and no carbon residue 
was detected. The pristine samples were then hand pressed and the 
pellets (~5 mg) were dropped into molten sodium molybdate 
(3Na2O.4MoO3) solvent. During the reaction, the thermopile tracks 
changes in temperature between points in the calorimeter chamber 
and points in the Inconel block. The signal is proportional to the 
temperature difference at each of the spots that the thermocouples 
connect, and therefore the rate of heat flow is proportional to this 
microvolt signal. The total heat effect seen is proportional to the rate 
of heat flow integrated over time, i.e., the area under the 
calorimetric peak [116]. The units of the integrated area are 
arbitrary units (also called counts) which can be converted into units 
of heat (joules) with suitable calibration procedures.     
Special care during the experimental procedure will guarantee the 
constancy of the results. The use of gas bubbling through the 
calorimetric solvent, for instance, stirs the melt, enhancing 
dissolution and oxidation rates, dispersing the solute particles in the 
melt, and preventing local saturation [115]. Flushing a continuous 
gas on the head space above the crucible is also an important 
routine; it helps to maintain the gas composition constant. In this 
thesis was used oxygen gas. Changes in the composition of the gas 
above the solvent can change the heat flow characteristics of the 
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calorimeter during an experiment and cause significant shifts in the 
baseline. Furthermore, the calorimeter has tubes that communicate 
its interior with outside in order to introduce samples. This makes 
the calorimeter sensitive to its surroundings. So, the calorimetry 
room has special air conditioning and humidity control.            
    
4.4 Photocatalytic studies  
 
The effect of photocatalysis is not easily inspected visually, and 
no appropriate and official evaluation methods have been proposed. 
Furthermore, diverse functions of photocatalysts cannot be 
evaluated with a single method; so, different evaluation methods are 
provided for self-cleaning, water decontamination, air purification 
and anti-bacterial actions, respectively [95].  
This work has focused on the self-cleaning property of TiO2 
coated ceramic tiles. As mentioned in Chapter 2, the self-cleaning 
property can be evaluated by two experiments, which are 
degradation of dye and superhydrophilic property. In order to attend 
this requirement, the degradation of methylene blue dye was 
performed and the superhydrophilicity was evaluated by measuring 
the water contact angle under UV-light. 
The MB degradation in this thesis was evaluated using TiO2 
powders dispersed in a MB solution and also using TiO2 coated 
glazed ceramic tiles as a photocatalyst. Details about the powders 
characterization, as the catalysts concentration in the slurry can be 
found in Chapter 6. In addition, the procedure for the MB 
degradation on coated ceramic tiles is described in details in 
Chapter 7.   
The international standard ISO 10678:2010 was used as a guide 
[93]. The standard describes the method for the determination of the 
photocatalytic activity of surfaces by degradation of the MB dye 
molecule in aqueous solution using ultraviolet (UV) radiation. The 
principle is to degrade the MB molecules that are in contact with the 
potentially photocatalytically active surface, with the overall result 
being the discoloration of the solution. The UV/visible spectroscopy 
determines the amount of dye remaining in the solution at regular 
intervals of the UV radiation. An identical sample was used as the 
reference without any UV radiation. Then, the final results are 
expressed in specific degradation rates and the respective photonic 
efficiencies characteristic of the surface tested.  
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The superhydrophilic property was evaluated by measuring the 
water contact angle on the treated surface before and after UV 
radiation. The measurements in this case were performed following 
ISO 27448 [95]. When a tangent line is drawn from the contact 
point of the solid, liquid and vapor phases (normally air) along the 
curve of the liquid on the solid, the angle between the line and the 
solid surface is referred to as the contact angle θ (Fig. 14).  
 
 
Figure 14. Surface wetting types.   
 
The water contact angle was measured using 1 µL water droplet 
deposited direct on the coated surface. The time among the 
measurements was decided depending to the sample (5-15 min) and 





5. SURFACE ENERGY EFFECTS ON THE STABILITY OF 
ANATASE AND RUTILE NANOCRYSTALS: A PREDICTIVE 
DIAGRAM FOR Nb2O5-DOPED-TiO22 
 
In this Chapter, a set of thermodynamic data was collected in 
order to build a new predictive nanoscale phase diagram for Nb2O5-
doped TiO2. Water adsorption microcalorimetry and high 
temperature oxide melt solution were used to obtain the surface and 
bulk enthalpies. 
 
5.1 Introduction  
 
Titanium dioxide presents three main polymorphs: anatase, rutile 
and brookite. All three polymorphs can be readily synthesized in the 
laboratory and typically, the metastable anatase and brookite will 
transform into the thermodynamically stable rutile upon calcination 
at temperatures exceeding 600 °C [117]. Some studies have been 
performed on the thermodynamic viewpoint to better understand the 
stability of the TiO2 polymorphs [6, 118-122]. Even though rutile is 
the most stable form of TiO2 and anatase is known as a metastable 
phase, at the nanoscale, anatase becomes more stable than rutile [6, 
7]. This is related to the competition between surface and bulk 
energies, leading to a crossover in thermodynamic stability when 
particle sizes are decreased. Thus, anatase shows a range of particle 
sizes in which it is thermodynamically stable as long as coarsening 
is avoided [6].  
Several dopants have been studied targeting the control of TiO2 
stability at the nanoscale and its properties. Among them, niobium 
improves TiO2 performance for oxygen sensing [123-125], solar 
cells applications [126, 127], and photocatalysis [44, 57, 128]. 
When doping TiO2 with Nb2O5, since the ionic radius of Nb5+ (0.64 
Å) is only slightly larger than Ti4+ (0.605 Å), Nb5+ forms solid 
solution in the lattice of TiO2. One Ti cationic vacancy is then 
created per every four Nb ions to compensate the excess charge, or 
a stoichiometric reduction of Ti4+ to Ti3+ can take place to 
accommodate it [41]. Atanacio et al. [129] have showed that 
niobium has a potential to segregate on the surface of TiO2 under 
oxidizing conditions. The segregation tendency is enhanced by the 
                                                             




presence of titanium vacancies, which are formed at the TiO2/O2 
interface and trapped at the surface.  
The use of dopants prone to segregation has been cited as a tool 
to decrease interface energies in oxides [5, 130-134] and observed 





where γs is the surface energy of the doped material; γ0 represents 
the surface energy of undoped material; Γs is the solute excess at the 
surface; and ΔHseg is the enthalpy of segregation. From Eq. 9, one 
can draw the conclusion that the surface energies decrease with an 
increase in the surface excess of the dopant, a concept well 
established for liquids by Gibbs’ adsorption isotherm. 
If a dopant is changing the surface energy of an oxide with 
intrinsic polymorphism, the stability of particular phases can be 
remarkably affected when the surface area is enlarged (smaller grain 
sizes). As demonstrated for Y and Ca doped zirconia [135, 136], a 
new phase diagram complementing the conventional temperature-
composition diagram must be introduced, with the grain size as a 
new key variable to account for the surface energetic contribution. 
Quantitative prediction of the effect of the dopant on the surface 
energy is therefore of interest to enable phase stability design.   
Many methods have been proposed in the literature to measure 
the surface energy of oxides [5]. Among them, water adsorption 
microcalorimetry has recently demonstrated potential to accurately 
assess surface energies of doped systems [114] and was recently 
explored in TiO2 based systems [137]. The principle of this 
technique is the relationship between the heat of adsorption of water 
molecules on the surface of the oxide and the surface energy itself. 
An adsorption theory previously described in details enables 
calculating the surface energy of the anhydrous surface state or at a 
given hydration condition [113, 114]. 
In this chapter, surfaces energies of 0 to 2 mol% Nb2O5-doped 
TiO2 were measured using water adsorption microcalorimetry [113]. 
The data was combined with oxide melt drop solution enthalpy to 
deliver reliable thermodynamic information on the bulk energetics 
of the system and the results used to build a new, predictive 
nanophase diagram for anatase-rutile in the studied compositional 
range.  
ߛܵ = ߛ0 + Γܵ ∆ܪݏ݁݃  
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5.2 Experimental Procedure 
 
5.2.1 Sample preparation 
 
TiO2 containing 0, 0.5, 1, 2 and 5 mol% Nb2O5 was synthesized 
by simultaneous precipitation. The samples are labeled as 0NbTi, 
0.5NbTi, 1NbTi, 2NbTi and 5NbTi. The Ti and Nb precursors used 
were titanium (IV) isopropoxide (TTIP, Aldrich) and niobium 
butoxide (Aldrich), respectively. TTIP and Nb-butoxide were mixed 
for 10 min to obtain a homogeneous solution and then dripped into 
an ammonium hydroxide solution (NH4OH, 5M, Fisher Scientific) 
under vigorous stirring. The obtained colloidal suspension was 
centrifuged at 3000 rpm for 5 min to separate the nanopowders from 
the liquid and washed three times (in water, water/ethanol 1:1 in 
volume, and ethanol) to remove any residual ammonia. The samples 
were dried at 90 °C for 72 h and ground with a pestle and mortar. In 
order to obtain anatase phase and eliminate any ethanol residual 
from the powders, the dried hydroxides were calcined in a box 
furnace (Lindberg/Blue M) under oxygen atmosphere at 450 °C for 
7 h. Bulk rutile phases were obtained after calcination in a tube 




Powder X-ray Diffraction (XRD) patterns were collected using a 
Bruker AXD D8 Advance diffractometer using CuKα radiation (λ = 
1.5406 Å), operated at 40 kV and 40 mA. Data were collected in the 
range 20° to 90°. LaB6 (NIST SRM 660a) was mixed with the 
samples as a standard for the lattice parameter calculations. The 
crystallite size was determined by WPF (Whole Pattern Fitting) 
refinement in the JADE software (version 6.11, 2002, Materials 
Data Inc., Livermore, CA). Surface area measurements were carried 
out using the Brunauer, Emmett, and Teller (BET) method with 
nitrogen gas adsorption (Micromeritics Gemini VII). 
Thermogravimetry results showed that significant mass changes can 
only be observed up to 400 °C; hence, this temperature was selected 
for degassing prior to both BET (Micromeritics VacPrep 061, 





5.2.3 Water adsorption 
 
The water adsorption microcalorimetric experiments were 
performed using a Micromeritics ASAP 2020 coupled with a 
Calvet-type microcalorimeter (Sensys Evo, Setaram, France). The 
objective of the experiment is to measure the heat of adsorption of 
water molecules on the surface of an oxide as a function of the 
relative pressures. The instrument and methodology are described in 
detail elsewhere [113, 114]. The samples were placed in the 
chamber and degassed (at 400 °C for 12 h) to ensure an initial 
anhydrous surface condition. Lightly hand pressed pellets with total 
surface area ~2 m2 were used (12-24 mg depending of the sample 
surface area). The chamber was kept at 25 °C, and the dosing 
routine was programmed to be ~2 µmol H2O per dose and 
equilibration time ~1.75 h for the first four doses, ~1 h for the fifth 
dose, ~0.75 h for sixth and seventh and ~0.5 h from eighth on. A 
correction for water adsorption on the tube and manifold was made 
from a blank run (empty tubes).  
The anhydrous surfaces energies of the synthesized specimens 
were calculated using the water adsorption data and computing 
them using a custom written function (MATLAB Release 2010a, 
MathWorks, Natick, MA), reported elsewhere [29]. The water 
adsorption curve was fit using a modified Langmuir-BET 
adsorption curve (Eq. 10), where the regression Eq. fit the water 





where θc is the monolayer coverage of the dissociative water; θp is 
the physisorption monolayer coverage; b and c are unit-less fit 
parameters that depend on the specimen; and x is the relative 
pressure (p/p0). The differential heat of adsorption curve was fitted 






















Eq. 11 is an empirical relationship for the differential heat of 
water adsorption as a function of the water coverage, where HR is 
the heat of adsorption, and Hcon is the enthalpy of liquefaction of 
water. The Eq. requires five parameters: d and e are decay 
parameters that relate how strong the specimen’s surface affects the 
adsorbed water; and D, E, and f are fit parameters with units of 
kJ/mol, kJ/mol³, and mol, respectively.  
After fitting the water adsorption curve and the differential heat 
of adsorption data using Eqs. (10) and (11), the surfaces energies of 
the samples were numerically computed by plugging the mentioned 




Eq. (12) correlates the surface energy and water adsorption. The 
adsorbed water is a function of the pressure, x; and the differential 
heat of water adsorption is a function of the adsorbed water, θ. In 
this Equation, SA is the surface area of the sample; γ is the surface 
energy at a given state; and µgas is the vapor chemical potential.  
 
5.2.4 Oxide melt solution calorimetry  
 
High-temperature drop solution calorimetry was carried out using 
a custom-built Calvet-type twin calorimeter [138]. This equipment 
provides energy of dissolution of oxide samples, which appropriate 
thermochemical cycles can be used to obtain bulk enthalpy 
information. Laboratory standard calibration with transposed 
temperature drops of ~5 mg alpha alumina pellets was used. Hand 
pressed pellets (~5 mg) were weighted using microbalance and 
dropped into molten sodium molybdate (3Na2O.4MoO3) solvent at 
~800 °C in the calorimeter. Oxygen was bubbled through the 
solvent at the rate of 3.3 mL/min to facilitate sample dissolution. 
Oxygen was also flushed over the solvent in the calorimeter (50 
mL/min) to maintain constant composition for the gas phase over 
solvent. Changes in the composition of the gas above the solvent 
can change the heat flow characteristics of the calorimeter during an 
experiment. Before dropping the samples in the calorimeter, the 
powders were left in the calorimetric suite for at least 3 days to 








































were made to obtain statistics. The error reported was determined 
by the standard deviations. Thermogravimetry was used to measure 
the water content on the samples at degassing conditions to enable a 
quantitative thermochemical cycle. 
 
5.3 Results and Discussion 
 
5.3.1 Nanoparticles’ characterization 
 
The X-ray diffraction patterns for pure TiO2 and Nb2O5-doped 
TiO2 samples are shown in Fig. 15. The pure (undoped) anatase 
phase (JCPDS card n. 71-1167) used in the experiments is shown in 
Fig. 15a. Broad peaks can be observed, which is typical of 
nanosized crystallites. No second phase was detected by XRD, so 
that only the peaks referred to the anatase phase are indicated. The 
absence of niobium oxide phases suggests that niobium is dissolved 
into TiO2 or segregated on the surface of titania nanoparticles. The 
powders referring to the rutile phase were calcined at 1200 °C for 2 
h and are shown in Fig. 15b. The polymorph is referenced using 
JCPDS card n.86-0147. Sharp peaks are observed, which is 
common in bulk samples. Notice that the diffraction pattern for 5 
mol% Nb2O5-doped TiO2 is not shown at Fig. 15b. This sample has 
presented titanium niobium oxide phase (TiNb2O7 – monoclinic, 
JCPDS card n. 39-1407) in addition to rutile [129]. Thus, the 
energetic studies, which requires single phase were not carried out 
for this sample. No second phase was detected for 0-2 mol% Nb2O5-




Figure 15. XRD patterns of Nb2O5-doped TiO2. a) Anatase (0-5 mol% 
calcined at 450 °C for 7 h), and b) Rutile (0-2 mol% calcined at 1200 °C for 
2 h).  
 
The results for lattice parameters a, b and c for both anatase and 
rutile phases are shown in Table 6. A systematic expansion is 
observed in the lattice parameters with increasing of Nb2O5 doping. 
As the ionic radius of the Nb5+ ions into octahedral coordination is 
larger than Ti4+, the increase in the cell parameters with the 
increasing Nb content confirms that Nb is incorporated in the TiO2 
lattice. This trend is in agreement with the results found in the 
literature [41, 119]. The lattice parameter ratio (c/a) for anatase and 
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rutile phases is shown in Fig. 16. Both phases have similar trend. 
Up to 2 mol% Nb2O5 doping, a systematic decreasing on the c/a 
ratio is observed, and for 5 mol% the value is statistically the same 
as 2 mol% Nb2O5-doping. The ratio decreasing with the increasing 
of Nb2O5 concentration suggests the formation of limited solid 
solution. For this work this limit was achieved at 2 mol% Nb2O5-
doping. Thus, this value was used as doping limit for surface 
energies and enthalpy of drop solution measurements. 
Consequently, it was the doping limit for the phase diagram as well. 
According to Vegard’s law [139], a linear dependence of lattice 
parameter on dopant concentration is expected when all dopant 
content is dissolved in solid solution. The deviation from linearity 
proposes the occurrence of surface segregation [130].   
 
Figure 16. The lattice parameter ratio (c/a) for 0-5 mol% Nb2O5-doped-
TiO2 samples for anatase and rutile phases.  
 
The crystallite sizes calculated from WPF refinement for all 
samples are also shown in Table 6. For anatase phase it is possible 
to observe a systematic decreasing in the grain sizes as the doping 
content increases. As all anatase samples were calcined at the same 
temperature and time, the decrease on the grain sizes can be 
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attributed to Nb2O5-doping content, which suggests an increase in 
the stability of TiO2 nanoparticles against coarsening. According to 
coarsening models [140], the particle size is directly proportional to 
the surface energy, then it is expect that lower surface energy 
promotes smaller particle sizes at a given temperature. The grain 
sizes for rutile phases are >100 nm, so the WPF refinement cannot 
give a reliable result for grain size.  
 
Table 6. Crystallite sizes and lattice parameters calculated using a WPF 




5.3.2 Surface energy measurements 
 
The surface energies of the polymorphs were determined using 
water adsorption microcalorimetry. Fig. 17 shows the isotherm 
curves for anatase phase. Enthalpy of adsorption plotted against 
water coverage is shown in Fig. 17a and water coverage versus 
relative pressure in Fig. 17b. According to Castro and Quach [114], 
the adsorption behavior shows the presence of three stages based on 
the derivative of the adsorption isotherm curve. At very small 
relative pressures (<0.02), there is a rapid increasing on coverage 
when the pressure increases. The enthalpies of water adsorption in 
this first stage are very negative, suggesting a highly reactive 
surface. These exceedingly negative heats at low coverage indicate 
that there is a strong exothermic reaction in the first few 
monolayers. This can be explained by the dissociative nature of 
water due to chemisorbed water bonds with the surface [113]. For 
Sample Grain size 
(nm) 
Lattice 
Parameter a=b (Å) 
Lattice 
Parameter c (Å) 
0NbTi (Anatase) 11.8±0.3 3.7873±0.0003 9.4926±0.0010 
0.5NbTi (Anatase) 9.6±0.3 3.7887±0.0003 9.4932±0.0013 
1NbTi (Anatase) 8.4±0.2 3.7902±0.0003 9.4943±0.0010 
2NbTi (Anatase) 6.8±0.2 3.7942±0.0004 9.4918±0.0018 
5NbTi (Anatase) 5.9±0.3 3.7992±0.0005 9.5033±0.0019 
0NbTi (Rutile) >100 4.5926±0.0001 2.9589±0.0001 
0.5NbTi (Rutile) >100 4.5945±0.0001 2.9594±0.0001 
1NbTi (Rutile) >100 4.5973±0.0001 2.9603±0.0001 
2NbTi (Rutile) >100 4.6032±0.0001 2.9612±0.0001 
5NbTi (Rutile) >100 4.6033±0.0001 2.9614±0.0001 
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the second stage, which is up to about 0.3, the slope of the isotherm 
is smaller. In addition, at the third region (relative pressure >0.3), 
the slope of the isotherm curve rapidly increases. However, the 
differential enthalpy of water adsorption gets close to the enthalpy 
of liquid water condensation, -44 kJ/mol (dotted line at Fig. 17a), 
indicating that the new adsorbed water layers present a liquid-like 
behavior [114].   
In order to calculate the surface energy, one should fit the data 
using Eqs. 10 and 11, followed by solving differential Eq. 12. Fig. 
18 shows the surface energies values for 0-2 mol% Nb2O5-doped 
TiO2 versus surface area. The surface energies and surface area are 
inversely proportional. The surface energy for the anatase phase 
decreases while the surface area increases as a function of the Nb 
concentration. This is consistent with the crystallite size data, and 
confirms an increase in the thermodynamic stability of the 
nanoparticles with lower surface energy [134]. This phenomenon 
can also be associated to surface segregation of dopants. As the 
Nb2O5 has a potential to segregate on the surface of TiO2 under 
oxidizing conditions [129], the decreasing on surface energy and 
increasing on the surface area is expected. In addition to the 
thermodynamics, though, the segregated dopant, niobium pentoxide 
on the surface of TiO2, can also act as pinning agent limiting the 
growth rate. This behavior has been also observed for chromium-
doped SnO2, an iso-structural material [141].   




Figure 17. Water adsorption microcalorimetry data: (a) Enthalpy of water 
adsorption plotted against water coverage; (b) Water coverage isotherms 





Figure 18. Surface energy (J/m²) versus BET surface area (m²/g) is plotted 
against 0-5 mol% of Nb2O5-doped-TiO2 (anatase phase).  
 
Table 7 compares the surface energies from this work to the 
literature data for undoped TiO2 (Nb2O5-doped-TiO2 surface 
energies are not available for comparison). The TiO2 anatase surface 
energy found in this work was 0.95 ± 0.03 J/m². The results 
calculated with DFT by Hummer et al. [119] and Lazzeri et al. 
[120] for (001) plane are 0.96 and 0.90 J/m², respectively. These 
results are pretty consistent to the value shown in this work for 
undoped anatase titania. However, the values are not in agreement 
with simulations for other planes (100), (101) and (110) reported by 
Barnard and Zapol [122]. This is not contradictory, though, as in 
fact our experimental surface energy is a result of averaging of the 
contribution of all present surface planes. Naicker et al. [118] have 
found a surface energy of 2.1 J/m2 by using molecular dynamics in 
whole nanoparticles (where surface planes are averaged like in our 
experimental work). This value is however very high, what can be 
explained by the fact their particles are too small (<4 nm). Small 
particles have non-negligible energetic effects of edges, defects, and 
high-index, high-energy surfaces effects on the total surface energy. 
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As the particle size increases, the effect of edges and defects is 
expected to decrease [119]. Castro and Wang [7], and Levchenko et 
al. [6] have presented experimental data on anatase surface energy 
for pure TiO2 to be 0.67 ± 0.05 and 0.74 ± 0.04 J/m², respectively. 
These are lower than ours, but the TiO2 particles were synthesized 
hydrothermally by these researchers. The synthesis method is well 
known to have effects on morphology of the particles and hence on 
average surface energies. 
 
Table 7. Surface energies for anatase TiO2 (J/m2) as measured by water 
adsorption microcalorimetry and literature data as indicated by the 
superscripts.  
Reference Surface energies for anatase 
TiO2 (J/m2) 
Castro and Wang [7] 0.67 ± 0.05 
Levchenko et al. [6] 0.74 ± 0.04 
Hummer et al. [119]  0.96 (001) 
0.51 (100) 
0.41 (101) 
Lazzeri et al. [120] 0.90 (001) 
1.09 (110) 
0.44 (101) 
Barnard and Zapol [122] 0.51 (001) 
0.81 (110) 
0.35 (101) 
Naicker et al. [118]  2.1 
This work 0.95 ± 0.03 (0NbTi) 
0.87 ± 0.03 (0.5NbTi) 
0.88 ± 0.03 (1NbTi) 
0.78 ± 0.02 (2NbTi) 
 
Due to limitations of the water adsorption microcalorimetry 
technique on measuring coarsened samples, it was not possible to 
directly determine the surface energy of rutile polymorphs. For the 
phase stability analysis, the rutile surface energy was assumed as 
2.2 ± 0.07 J/m² based on recent calorimetric experiments [6].  
Fig. 19 shows the differential scanning calorimetry data for 0-2 
mol% Nb2O5-doped TiO2 from 300 to 1000 °C. A first large 
exothermic peak is attributed to the crystallization, transformation 
from amorphous to anatase phase [142], which is postponed by the 
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increasing of Nb-doping. The second smaller exothermic peak 
observed between 600-800 °C is attributed to the anatase-rutile 
phase transition. It is clearly observed that the peaks move to the 
right side of the graph as the doping percentage increases. This shift 
shows that Nb2O5-doping is postponing the anatase-rutile phase 
transition in ~150 °C, suggesting that the doped samples are more 
stable than undoped samples. These results agree with the increase 
in stability of the anatase polymorph evidenced by surface energy, 
surface area and grain sizes data.  
 
Figure 19. Differential scanning calorimetry (DSC) from 300 to 1000 °C.  
 
 
5.3.3 Bulk energy measurements 
 
Data on bulk energetics of each polymorph and composition are 
required to build a complete stability diagram. The bulk enthalpy 
can be related to its heat of “drop solution” measured by oxide melt 
drop solution calorimetry. The experiment is explained in detail in 
the experimental section. The samples were dropped from room 
temperature into a molten melt of sodium molybdate maintained at 
~800 °C and the enthalpy of drop solution was recorded after 
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complete dissolution. Taking the differences in heat of drop solution 
of each phase, it is possible to determine the enthalpy difference 
during phase transition. In order to remove any surface contribution 
from the dissolution process and extract bulk enthalpy data, the 
rutile phase was calcined at 1200 °C for 2 h. On the other hand, 
since anatase could not be coarsened under the risk of transforming 
to rutile, the anatase data were corrected for adsorbed water and 
surface energy effects using the water adsorption data and heat 
content of H2O vapor between 25 and 800 °C as 29.05 kJ/mol (see 
reference [134] for details on drop solution corrections).    
Table 8 shows the uncorrected and corrected enthalpy of drop 
solution (∆Hds) measured for rutile and anatase phases of TiO2 and 
Nb2O5-doped TiO2. The differences among ∆Hds for undoped TiO2 
rutile and doped samples are very small, but one observes that the 
uncorrected ∆Hds tends to be less endothermic with the increasing of 
Nb2O5 concentration, while the surface-corrected ∆Hds for bulk 
anatase shows negligible variance. This behavior confirms that 
Nb2O5-doping is stabilizing the anatase phase by decreasing its 
surface energy. According to the data presented in Table 8, the 
bulk-enthalpy of phase transition of TiO2 is 10.02 ± 0.74 kJ/mol. 
The data found in the literature have a significant variation. Ranade 
et al. [143] have reported rutile-anatase enthalpy of transformation 
for TiO2 being 2.61 ± 0.41 kJ/mol. Navrotsky and Kleppa [144], 
have obtained the enthalpy of phase transformation at 968 K as 6.57 
± 0.79 kJ/mol. They have used high-temperature oxide melt solution 
calorimetry in both cases [143, 144]. Hummer et al. [119] suggested 
that the transition enthalpy for the nanoanatase to nanorutile is 3.5, 
6.8, and 2.5 kJ/mol for 1, 2, and 3 nm particles, respectively. They 
reported that the contribution of edges and vertices to the total 
surface energy decreases with particle size, while the change in the 
contribution from 2D surface structure is more modest. As a 
consequence, if edge and corner energies were not taken in 
consideration, the total transition enthalpy for nanoanatase to 
nanorutile would become 25.3, 11.9, and 13.2 kJ/mol for 1, 2, and 3 









Table 8. The oxide melt drop solution enthalpies are tabulated for both 
the as measured drop solution experiments (ΔHDS) and bulk corrected 
enthalpies (ΔHBulk). The number in parentheses denotes the number of 




The final data necessary to complete the nanophase diagram are 
entropy values, which require Cp measurements from zero absolute 
to room temperature. In this case, Drazin and Castro [136] have 
suggested the use of surface energy, bulk enthalpy, and entropy data 
to create the diagram for the surface area and grain size critical for 
the phase transformation. According to their work, a standard 
surface excess term is generally added to the Gibbs free energy to 





where H is the molar enthalpy in kJ/mol; T is the absolute 
temperature in K; S is the molar entropy in J/mol; SA is the surface 
area in m²/mol; and γ is the surface energy in J/m². 
The Gibbs free energy should be zero at chemical equilibrium 
between any two α and β polymorphs. Considering that the reaction 
occurs via a constant surface area process, we can write Eq. (14), 
where the delta symbol corresponds to the difference in the 




ܩ = ܪ − ܶܵ + SAγ 
∆ܩ∝→ߚ = ∆ܪߙ→ߚ − ܶ∆ܵߙ→ߚ + SA ∙ ∆γ∝→ߚ = 0 
Sample Enthalpy of drop 
solution ΔHDS 
(kJ/mol) 
Bulk enthalpy of 
drop solution 
ΔHBulk (kJ/mol) 
0NbTi (Anatase) 75.08±0.56(6) 63.90±0.69(6) 
0.5NbTi (Anatase) 76.19±0.96(7) 65.75±1.06(7) 
1NbTi (Anatase) 78.43±0.58(7) 67.73±0.97(7) 
2NbTi (Anatase) 80.29±0.36(7) 65.17±0.76(7) 
0NbTi (Rutile) 73.92±0.77(11) 73.92±0.77(11) 
0.5NbTi (Rutile) 73.59±0.77(10) 73.59±0.77(10) 
1NbTi (Rutile) 74.86±0.79(10) 74.86±0.79(10) 
2NbTi (Rutile) 72.54±0.76(12) 72.54±0.76(12) 
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The surface area of transition can be solved rearranging Eq. (14) 
as shown in Eq. (15). In order to the transformation happens 





The entropies for anatase and rutile are reported in the literature 
and have similar values [S0 (298 K, rutile) = 50.35 ± 0.1 J/mol·K 
and S0 (298 K, anatase) = 49.79 ± 0.1 J/mol·K] [145]. Nevertheless, 
TΔS was included in the calculations, but it did not change the 
overall sequence of stability. It was assumed here that entropic 
contributions for the small Nb doping are negligible. 
 
5.3.4 Stability crossover and composition dependence 
 
The nanophase diagram for Nb2O5-doped-TiO2 is shown in Fig. 
20. The stability crossover between the two polymorphs was 
calculated in m²/mol. However, the grain size is a more prevalent 
parameter. Thus, the surface area crossover was converted to grain 
size using the molar mass and density of Nb-Ti in conjunction with 
an approximation for the ideal specific surface area of a circular 




where SA is the surface area; ρ is the density; and d is the grain 
size [136]. 
The calculated crossover between the two polymorphs in function 




where y is the crossover grain size; y0 is the crossover for undoped 
TiO2, which is 17.6 nm for this work; and x is the Nb2O5 molar 
fraction. 
The shaded regions show the stable TiO2 polymorph given a 
grain size in nm and Nb2O5 content in mole percent. According to 
the nanocrystalline phase diagram, Nb2O5-doping allows the TiO2 to 
SA =














grow more in anatase phase before it transforms into rutile. The 
shape of the curve is similar to the inverse trend of surface energy 
against doping content. Therefore, it is attributed the anatase 
stability according to the Nb concentration to the decreasing in 
surface energy.  
Experimental data were collected to verify the veracity of the 
diagram. Samples were intentionally calcined to achieve specific 
grain sizes and the phases analyzed by X-ray diffraction. The results 
are shown in Fig. 20 as red squares for rutile phase and blue circles 
for anatase. These experimental results fit well with the proposed 
nanocrystalline diagram, confirming that the energetic analysis is 
quite predictive with respect to the phase stability.  
 
Figure 20. Grain size nanophase diagram. The shaded regions show the 
stable titania polymorph given a grain size in nm and Nb2O5 content in mol 
percent. The color coding is light red for rutile phase and light blue for 
anatase phase. Red square points are rutile phase obtained from real 
samples and grain sizes calculated using a WPF Refinement in JADE 6 
Software. Blue dots are anatase phase real samples with grain sizes 




The anatase-rutile crossover has been studied for undoped TiO2 
by several researches and the critical transformation values vary 
considerably. Barnard and Zapol [122], using density functional 
calculations, have found the anatase-rutile phase transition to be 
~9.3 nm. They also reported that the transition energy and size vary 
depending upon factors such as reaction atmosphere and synthesis 
conditions. The anatase-to-rutile phase transition size also depends 
on the surface passivation. The size increases significantly to 23.1 
nm when both the bridging oxygen and under-coordinated titanium 
atoms of the surface trilayer are H-terminated. Zhang and Banfield 
[54], assuming the surface stress equals the surface free energy in 
value, have reported that anatase is more stable than rutile for 
particle sizes lower than 14 nm, and lower than 9 nm if surface 
stress is not considered. Li et al., [146] using sol gel synthesis, have 
suggested the critical size for transition of anatase to rutile in 
somewhere between 32 and 42 nm. Castro and Wang [7], and 
Levchenko et al., [6] have reported the critical size for free 
nanoparticles as 61 and 67 nm, respectively. According to this short 
literature survey, this interval (9-67 nm) can be affected by the 
synthesis method, particle morphology, surface stress and purity. 
The data of this work fits within this, as it is a very broad range. 
Regardless of agreement with literature, these experimental results 
demonstrate that the thermodynamics of nanosized TiO2 and the 
effect of dopants can significantly affect the polymorphism. In a 





A predictive anatase-rutile phase transition diagram was built at 
nanoscale for Nb2O5-doped-TiO2. Nb2O5-doping postpones the 
ART, allowing the anatase grains to grow more than undoped TiO2 
before phase transition is observed. The stability crossover for 
undoped TiO2 was found to be 17.3 nm, while 2 mol% Nb2O5-
doped-TiO2 crossover is ~30 nm. The nanophase diagram agrees 
with the experimental data used in this work. The surface energy for 
Nb2O5-doped-TiO2 decreases systematically as the Nb concentration 
increases, confirming the higher stability for doped samples. This 
result is a powerful predictive tool that can be applied for 




6. PHOTOCATALYTIC Nb2O5-DOPED TiO2 NANOPARTICLES 
FOR GLAZED CERAMIC TILES3 
 
In this chapter, TiO2 nanoparticles doped with 0 to 5 mol% 
Nb2O5 were synthesized by simultaneous precipitation. The anatase 
to rutile phase transformation was studied as a function of the 
temperature. Photocatalytic activity of anatase polymorph was 
measured by the decomposition rate of methylene blue under 
ultraviolet and daylight illumination and compared to commercial 
standard catalyst (P25).  
 
6.1 Introduction  
 
Oxide photocatalysts have been intensively investigated for 
applications in air and water remediation, self-cleaning and self-
sterilizing surfaces. Among different photocatalytic materials, 
titanium dioxide (TiO2) is by far the most attractive choice due to its 
high chemical stability, environmental inertness, and relative low 
cost [4, 147, 148]. One of the most emergent applications of TiO2 is 
on glazed ceramic tiles [69, 70, 79]. The most common deposition 
techniques of TiO2 on tile surfaces are roller printing [70], ink jet 
printing [70], spraying [69, 74, 79] and dip coating [68]. Ceramic 
tiles have received particular attention in the last years regarding 
innovative applications and manufacturing processes, such as 
reduced thickness products [65, 66] , digital decoration [149] and 
antimicrobial activity [150, 151], which aggregate value to those 
building materials.  
When a TiO2 photocatalyst site absorbs a photon with energy 
equal to or greater than its band-gap, an electron–hole pair is 
generated; subsequently, the pair is split into a free electron and a 
free hole [4]. The photogenerated electron/hole pair promotes the 
reduction and oxidation of species adsorbed at the surface of the 
semiconductor and induces oxidative degradation of species in 
solution through radical reactions [21]. Therefore, when TiO2 is 
irradiated with UV-light, it can decompose organic dyes such as 
methylene blue (MB) [152, 153], alizarin S [154, 155], crocein 
orange G [154], methyl red [154, 156], and congo red [154, 157]. 
MB is commercially employed in textile, leather and paper 
                                                             




industries, and it is one of the most used dyes for measurement of 
photocatalytic activity. Since dye-containing wastewater can block 
both sunlight penetration and oxygen dissolution, which are 
essential for aquatic life, there is considerable interest in treating 
these colored efﬂuents before discharging them to water bodies 
[158]. Furthermore, discoloration of MB dye as a model pollutant is 
most often used for testing of materials with self-cleaning properties 
[69, 79, 159].  
The optimization of TiO2 performance as photocatalyst is an 
active research ﬁeld given the above mentioned industrial relevance. 
This entails understanding the dependences of the catalytic behavior 
on the system chemistry, structure and microstructure. TiO2 has 
three main polymorphs: rutile, anatase and brookite. Among those, 
anatase presents generally the highest activity, which is improved 
from high crystallinity and surface area [23, 62, 160], although a 
mix of anatase and rutile can improve photoactivity in some cases 
[56, 161-163]. Kordoult et al. [164] have studied the 
photodegradation of two representative azo-dyes, one acidic 
(Orange G) and one basic (Yellow 28) for different anatase-rutile 
ratios. For both azo-dyes they have showed that the increasing of 
rutile percentage decreases the photoactivity ratio. 
Several dopants have been used to postpone the anatase-to-rutile 
transformation (ART) while simultaneously changing physical-
chemistry of the surface of TiO2 in order to increase its 
photocatalytic performance. For instance, rare-earth-doped TiO2 has 
led to increased photocatalytic activity under visible light as 
compared to pure titanium dioxide [34-36]. Transition metals have 
also improved activity by reducing the recombination of 
photogenerated electrons and holes [37, 165, 166]. Non-metal 
doped TiO2 has shown improvement on absorption and 
photocatalytic activity in the visible light region [38, 167].  
Niobium has been considered a promising candidate for enhanced 
catalysis of titania [168]. The ionic radius of Nb5+ (0.64 Å) is only 
slightly larger than Ti4+ (0.605 Å). Thus, Nb5+ can form solid 
solution in the lattice of TiO2. To compensate the excess charge of 
Nb5+ in substitution to Ti4+, one Ti cation vacancy may be created 
per 4 Nb introduced. Alternatively, the stoichiometric reduction of 
Ti4+ to Ti3+ may also occur depending on preparation conditions, 
which will introduce shallow donor levels below the conduction 
band (CB) edge of TiO2 [41, 42]. The electronic transition from 
valence band (VB) to these donor levels will be excited by the 
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visible light and therefore render the Nb-doped TiO2 photocatalyst 
to be visible light responsive, such as nonstoichiometric TiO2 [43]. 
Nb2O5-doped titania has been shown to have higher 
photocatalytic activity for the degradation of diquat dibromide 
monohydrate under UV-light as compared to pure TiO2 [44]. 
Photocatalytic oxidation of 4-chlorophenol and iodide as well as the 
photoreduction of hexavalent chromate (Cr6+) have been studied by 
Nb-TiO2 catalysts, which presented enhanced photocatalysis under 
visible light [45].  
In this work, the temperature of the anatase to rutile phase 
transition as a function of Nb2O5-doping concentration was studied 
in titania nanoparticles prepared by simultaneous precipitation in 
order to enhance anatase stability. The presence of anatase or 
anatase/rutile mixed phases at the 700–800 °C would allow the use 
of titania powder as a coating in glazed ceramic tiles, particularly 
for those processes which include a second ﬁring stage at this 
temperature range for decoration purposes. 
 
6.2 Experimental Procedure 
 
6.2.1 Sample preparation 
 
TiO2 nanoparticles containing 0, 0.5 1, 2, and 5 mol% Nb2O5 
were synthesized by simultaneous precipitation. The respective 
compositions were named 0NbTi, 0.5NbTi, 1NbTi, 2NbTi and 
5NbTi. Titanium (IV) isopropoxide (TTIP, Sigma-Aldrich, ≥97%) 
and niobium butoxide (NB, Sigma-Aldrich, 99%) were used as Ti 
and Nb precursors, respectively. TTIP and NB were mixed for 10 
min and they have visually formed a homogeneous solution. No 
partially pre-hydrolyzed was observed in this step. Thus, the 
solution was added dropwise into an ammonium hydroxide solution 
(NH4OH, 5 M, Fisher Scientiﬁc) under vigorous stirring. The 
colloidal suspension was centrifuged at 3000 rpm for 5 min to 
separate the nanopowder from the liquid. The powder was then 
washed three times (in water, water/ethanol 1:1 in volume, and 
ethanol, respectively). The samples were dried at 90 °C for 72 h and 
ground with a pestle and mortar. The calcination procedure was 
performed in a box furnace (Lindberg/Blue M) at different times 
and temperatures (450–900 °C). For the photocatalytic experiments, 
calcination temperatures that lead to anatase-only with maximum 
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speciﬁc surface area were selected for each composition, i.e. 450 °C 
for 0NbTi, 2NbTi and 5NbTi; and 500 °C for 0.5NbTi and 1NbTi. 
 
6.2.2 Characterization of powders 
 
Powder X-ray Diffraction (XRD) patterns were obtained using a 
Bruker AXD D8 Advance diffractometer (Bruker AXS, Madison, 
WI) with CuKα radiation, and λ=1.5406 Å, operated at 40 kV and 
40 mA. Data were collected in the range 20–90° (2-theta) and the 
pattern proﬁle ﬁtting was performed using the Jade 6.1 (MDI) 
software to determine crystal structure, phase purity, and crystallite 
size. Speciﬁc surface area measurements were carried out using the 
Brunauer, Emmett, and Teller (BET) method with nitrogen gas 
adsorption (Micromeritics Gemini VII). Thermogravimetry results 
have showed that signiﬁcant mass changes can only be observed up 
to 400 °C; hence, this temperature was selected for degassing prior 
to BET experiment (Micromeritics VacPrep 061, sample degassing 
system). Surface morphology and particle size distribution were 
analyzed by High Resolution Transmission Electron Microscopy 
(HRTEM; Jeol JEM 2500SE with 200 keV). The absorption studies 
were carried out by UV-visible spectrophotometer (Evolution 220, 
Thermo Scientiﬁc). The UV–vis absorption spectra were recorded 
in the wavelength range 300–800 nm. The values of the energy band 
gap were determined applying Kubelka-Munk phenomenological 
theory assuming the indirect band gap [169]. 
 
6.2.3 Photocatalytic activity 
 
The photocatalytic activity of the prepared nanoparticles was 
assessed in liquid–solid media monitoring the degradation of the 
organic dye methylene blue (MB, Sigma-Aldrich) under UV and 
visible light. Commercial titania photocatalytic powder (Degussa, 
Evonik P25, Aeroxide TiO2) was used as reference for comparison. 
P25 has been used as a reference photocatalyst due to high levels of 
activity in many reaction systems as reported in the literature [170]. 
The tests were performed at room temperature, in a cylindrical 
photocatalytic reactor (86 mm in diameter) containing an aqueous 
solution of the dye (0.3 L), at an initial concentration of 10 µmol. 
The concentration of the photocatalyst in the slurry was normalized 
by surface area (6 m2) and by weight (50 mg). Table 9 shows the 
amount of powder used in the photocatalytic experiment for each 
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sample. In order to mix the solution thoroughly, the slurry was 
magnetically stirred throughout the reaction. The reactor was 
designed following the guidelines of the international standard ISO 
10678 [93]. The distance between the lamp and the slurry was ~8.5 
cm to obtain 10 W·m-2 intensity in the middle of the solution 
measured by radiometer (General UV513AB, Digital UV AB Light 
Meter). UV-light (GE black light F15) and visible light (GE 
daylight F15) sources were used. 
 
Table 9. Nb2O5-doped TiO2 and P25 characterization (specific surface 












0NbTi 450 7 92.5 ± 0.6 64.86 
0.5NbTi 500 5 85.6 ± 0.5 70.09 
1NbTi 500 5 92.9 ± 0.5 64.61 
2NbTi 450 7 125.4 ± 0.6 47.86 
5NbTi 450 7 168.9 ± 0.6 35.52 
P25 --- --- 54.1 ± 0.5 110.93 
aReferring to ~6 m². 
 
Along the experiments, the photocatalytic degradation of MB was 
monitored by sampling about 3 mL of the slurry from the reactor, at 
regular time intervals (up to 7 h). Before turning the lamps on, the 
suspensions with the photocatalyst were stirred in the dark for 10 
min. The powders were separated from the suspension by 
centrifugation, and then the MB concentration in the liquid was 
determined by measuring the absorbance in a spectrometer 
(PerkinElmer precisely, Lambda 750 UV/vis Spectrometer) at a 
wavelength of 664 nm, using distilled water as reference. 
 
6.3 Results and discussion 
 
6.3.1 Structural characterization of Nb2O5-doped TiO2 
 
The prepared Nb2O5-doped TiO2 powders were analyzed by XRD 
to verify the purity, crystallinity and phase(s) of samples calcined at 
different temperatures (450–900 °C). The powder XRD patterns of 
doped and undoped samples are shown in Fig. 21. At 450 and 500 
°C most samples presented single anatase phase (JCPDS card n. 71-
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1167), showing broad peaks typical of nanosized crystallites. A 
small amount of brookite (JCPDS card no. 76–1937) is observed in 
1NbTi, 2NbTi and 5NbTi samples calcined at 450 °C, 500 °C and 
600 °C. The existence of brookite in the samples can be identiﬁed 
by the diffraction peaks at 30.71 (211, reﬂection). Co-existence of 
anatase and brookite frequently occurs in water-based synthesis, but 
the photocatalytic activity, which is primarily responsible for the 
anatase phase, has been reported to be unaffected by it [171]. The 
diffraction peaks at 25.31, 37.81, 48.1, 53.91 and 55.1 can be 
indexed to the (101), (004), (200), (105) and (211) reﬂections of 
anatase TiO2. The presence of rutile phase (JCPDS card n. 86-0147) 
was detected only at temperatures above 600 °C. The diffraction 
peaks at 27.41, 36.21, 41.31, 54.41 and 69.11 can be indexed to the 
(110), (101), (111), (211) and (112) reﬂections of rutile TiO2. 
Fig. 22 shows a compilation of rutile weight percentage 
determined from XRD patterns as a function of temperature of 
calcination. It is observed that the stability of anatase phase is 
enhanced with increasing Nb2O5 concentration. At 600 °C, the rutile 
percentage of 0NbTi, 0.5NbTi and 1NbTi is 48.4%, 19% and 6.8%, 
respectively. On the other hand, 2NbTi and 5NbTi did not show any 
transformation at this point. At 700 °C, just 5NbTi presents pure 
anatase phase. Other compositions have shown anatase–rutile 
mixture. The trend shown in Fig. 22 suggests that Nb2O5-doping can 
stabilize the anatase phase and postpone the phase transition to 
rutile. The ART delaying can be attributed to the formation of 
strong Nb–O–Ti bonds, which inhibit the movement of surface Ti 
atoms required to initiate the phase transformation [172]. The 
mobility of oxygen vacancies also inﬂuences the phase 
transformation rate, because they act as nucleation sites for the 
anatase to rutile transition [41]. This is expected to be decreased 
with increasing Nb content due to its higher valence (+5) 















Figure 21. XRD patterns of Nb2O5-doped TiO2 (0-5 mol%) calcined at 450-
900 °C. a) 450 °C, b) 500 °C, c) 600 °C, d) 700 °C, e) 800 °C and f) 900 °C. 





Figure 22. Rutile weight percentage as a function of the calcination 
temperature for Nb2O5-doped and non-doped TiO2. Complementary 
percentage is anatase.  
 
At 800 °C, 0NbTi has shown pure rutile phase, while the doped 
samples presented anatase–rutile mixed phases in different fraction 
weights, following the trend observed at 600 and 700 °C. Thus, the 
postponing of anatase–rutile phase transition by Nb2O5-doping may 
allow the use of TiO2 as a high efﬁcient photocatalyst material in 
systems that require higher processing temperatures. At 900 °C, all 
compositions have completely transformed to rutile. However, 
5NbTi presents the titanium niobium oxide phase (TiNb2O7 – 
monoclinic, JCPDS card no. 39–1407) in addition to the rutile 
phase. 
Traversa et al. [173] have studied Nb-doped-TiO2 and Ta-doped-
TiO2 nano-sized powders to use at thick-ﬁlm gas sensors for 
atmospheric pollutant monitoring. In their work, the presence of Nb 
(5 at% and 10 at%) has postponed the ART by about 200 °C, which 
agrees with this work. However, in Traversa’s work the transition 
from anatase to rutile started 50 °C higher than what was reported 
here, even for pure TiO2. This difference may be attributed to the 
synthesis method, which was sol–gel, but also to the presence of 
agglomerates (solid–solid interfaces) that has been proven to affect 
the anatase–rutile transition [7]. 
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Atanacio et al. [129] have showed that niobium has a potential to 
segregate on the surface of TiO2 under oxidizing conditions. 
Moreover, the segregation-induced enrichment of the surface in 
niobium results in the formation of a TiNb2O7-type surface 
structure. The observation of TiNb2O7 phase at 800 and 900 °C for 
the 5 mol% Nb2O5-doping suggests that niobium is segregated on 
the surface of TiO2. However, the second phase remains 
undetectable for samples annealed at low temperature possibly 
because of a lack of crystallinity associated with very small grain 
sizes that would not provide enough coherent scattering in XRD 
[174]. Higher temperatures increase the crystallite size of the 
TiNb2O7 phase, making it visible. 
Table 9 and 10 show a list of the powders tested for 
photocatalysis selected among those in which no rutile or second 
phases are observed. P25 was included as a reference. Speciﬁc 
surface area and the amount of powder were used as input data to 
provide ~6 m2 of reactive surface. The samples with 0.5 and 1 
mol% Nb2O5-doped TiO2 were calcined at 500 °C for 5 h instead of 
450 °C for 7 h in order to reach SA values close to those of pure 
TiO2. The BET SA values found for 0NbTi, 0.5NbTi and 1NbTi 
were 92.5 ± 0.6, 85.6 ± 0.5 and 92.9 ± 0.5 m2·g-1, respectively. For 
2NbTi and 5NbTi, the values increased to 125.4 ± 0.6 and 168.9 ± 
0.6 m2·g-1, respectively. The increase at the speciﬁc surface area for 
2NbTi and 5NbTi when compared to pure TiO2 is due to the lower 
crystallite sizes, which is shown in Table 10.  
The anatase crystallite sizes, as determined by XRD for samples 
calcined at 450 °C for 7 h were 9.6 ± 0.5, 7.1 ± 0.2 and 6.0 ± 0.3 nm 
for 0NbTi, 2NbTi and 5NbTi respectively. This systematic decrease 
suggests that Nb2O5-doping is stabilizing TiO2 nanopowder and 
consequently helping to postpone the ART. The Nb5+ radius is 
slightly larger than the Ti4+ radius and this means that Nb5+ induces 
a slight stress in the titania lattice, which may hinder the growth of 
the TiO2 crystallites [175]. Moreover, Guidi et al. [176] suggested 
that the main mechanism for nucleation of rutile in doped TiO2 
samples was a slow surface nucleation, which also prevented 
conspicuous grain growth, and ascribed such inhibitions to a 
decrease in the ionic oxygen mobility. The powders calcined at 500 
°C for 5 h presented crystallite sizes as 10.9 ± 0.5 and 9.0 ± 0.3 nm 
for 0.5NbTi and 1NbTi, respectively. These powders did not follow 
the trend showed for 0NbTi, 2NbTi and 5NbTi, because they were 
calcined at different times and temperatures. For comparison 
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purposes, P25 was also characterized. The BET SA of P25 (54.1 ± 
0.5 m2·g-1) is smaller than those values of any Nb2O5-doped-TiO2 or 
pure TiO2 used for photocatalytic activity in this work. P25 
presented 81.1 wt% anatase and 18.9 wt% rutile and crystallite sizes 
of 22 ± 1 and 38 ± 8 nm for anatase and rutile, respectively. 
 
Table 10. Nb2O5-doped TiO2 and P25 characterization (Anatase and 











0NbTi 100 9.6 ± 0.5 0 --- 
0.5NbTi 100 10.9 ± 0.5 0 --- 
1NbTi 100 9.0 ± 0.3 0 --- 
2NbTi 100 7.1 ± 0.2 0 --- 
5NbTi 100 6.0 ± 0.3 0 --- 
P25 81.1 22 ± 1 18.9 38 ± 8 
 
Fig. 23(a) and (b) shows HRTEM images for 0NbTi and 5NbTi 
calcined at 450 °C for 7 h. The particles are relatively isotropic and 
the estimated sizes are in the range of those obtained from XRD 
analysis. Powder agglomeration is also observed, which is usual in 
nanoparticles. Fig. 23(c) and (d) shows the size distribution of 
0NbTi and 5NbTi obtained from 150 nanoparticles for both 
compositions. The average grain sizes determined by TEM is 
consistent with the values determined by XRD. The histograms 
show a tendency to a skewed distribution. However, 0NbTi has 
presented a right skewed distribution, presenting less powder above 
the average and 5NbTi has presented a left skewed distribution, 
with less powder below the mean. The decreasing on the grain size 
for doped samples can be attributed to the surface segregation of 
dopants. The hypothesis is that the presence of niobium pentoxide 
on the surface of TiO2 can both affect the driving forces for particle 
growth and act as pinning agents limiting the growth rate. This 





Figure 23. HRTEM of pure TiO2 (a) and TiO2 containing 5 mol% Nb2O5 
(b), and grain size distribution of pure and doped powder, (c) and (d) 
respectively.  
 
Fig. 24(a)–(c) shows UV–vis absorbance spectra and Kubelka–
Munk plots of pure TiO2 (0NbTi), 5 mol% Nb2O5doped-TiO2 
(5NbTi) and P25 respectively. The results show that Nb2O5 
decreases the optical indirect band gap of titania from 3.20 to 3.07 
eV for pure TiO2 and 5NbTi, respectively. These results suggest that 
Nb2O5 extend the absorbance of TiO2 to the visible light. Hence, the 
photocatalytic activity is expected to increase under visible light as 
the band gap is reduced and then produce more electron–hole pairs 
under visible light. The literature presents some controversies about 
the inﬂuence of Nb2O5 on the band gap. Castro et al. [44] have 
shown no difference in the band gap of pure TiO2 and Nb-doped 
TiO2. However, Yang et al. [168] found a reduced band gap for Nb-
doped TiO2 porous microspheres. Those divergences can be 
attributed to the particle morphology and/or distribution of Nb2O5 
on TiO2, since those powders were prepared by different synthesis 
methods. The smaller band gap of 5 mol% Nb2O5-doped TiO2 
suggests that Nb2O5 dopants modify the CB of TiO2 by 
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downshifting the CB edge, probably through the mixing of Nb4d and 
Ti3d states [41, 177]. For comparison purpose, the P25 indirect band 
gap was also calculated and the value found was 3.05 eV, which 
agrees with the value found in the literature [178]. The narrower 







Figure 24. UV-vis absorbance spectra and Kubelka-Munk plots for: a) 
pure TiO2 (0NbTi), b) 5 mol% Nb2O5-doped-TiO2 (5NbTi) and c) P25.  
 
6.3.2 Photocatalytic activity 
 
The oxidized and reduced forms of MB have different absorption 
bands in the UV–vis spectrum. Therefore, the progress of 
discoloration or decomposition can be monitored by measuring the 
decrease in absorption of MB on UV-Visible spectrum at a λmax of 
664 nm. The evaluation of photocatalytic activities of Nb2O5-doped 
TiO2 powders comparing to undoped TiO2 and P25 under UV-light 
and visible light is shown in Figs. 25 and 26, respectively. 
Light exposure in the absence of the photocatalysts did not result 
in the photocatalytic discoloration of MB. It is observed from Fig. 
25a that the degradation of MB under UV light increases for Nb2O5-
doped samples compared to undoped titania. For 0.5 mol% Nb2O5-
doped TiO2, MB degradation is slightly higher than that for non-
doped TiO2. The photocatalytic performance was similar for TiO2 
powders with Nb2O5 concentrations between 1–5 mol%. However, 
it was higher than 0.5 mol% Nb2O5-doped and undoped TiO2. P25 
showed the highest photocatalytic activity under UV-light. This has 
been reported in the literature to be associated with the small 
fraction of rutile in the sample, although there are still some 
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controversies. The hypothesis is that the co-presence of anatase and 
rutile crystallites induces the high level of photocatalytic activity; 
the transfer of photoexcited electrons and positive holes between 
interconnecting anatase and rutile particles would enhance charge 
separation and improve the efﬁciency of utilization of electron–hole 
pairs [179]. However, Ohtani et al. [170], after investigating 
structural and photocatalytic properties of a mixture of anatase and 
rutile particles corresponding to the components of P25, found that 
anatase, rutile and amorphous phases behave independently without 
any interaction.  
The large speciﬁc surface area is beneﬁcial to absorb more light, 
which could offer more adsorption sites and photocatalytic reaction 
centers [168]. Therefore, to minimize the inﬂuence of the speciﬁc 
surface area on the photocatalytic activity, the photocatalyst 
powders were normalized in order to get the same total surface area 
(6 m2) (Figs. 25a and 26a) and the same sample weight (50 mg) 
(Figs. 25b and 26b). The amount of powders for Figs. 25a and 26a 
varies according to the speciﬁc surface area of each material and it 
is shown in Table 9. The 0.5NbTi and 1NbTi powders were 
calcined at 500 °C for 5 h in order to get similar speciﬁc surface 
area as pure TiO2 and minimize any improvement of doping 
samples by the surface area. Hence, 0NbTi and 1NbTi have 
presented similar speciﬁc surface area (92.5 ± 0.1 m2·g-1 and 92.9 ± 
0.5 m2·g-1, respectively). However, 1NbTi has presented higher 
photocatalytic activity comparing to 0NbTi, showing that the 
improvement on the photocatalytic activity is due to the Nb2O5-
doping. 
Fig. 25b compares the MB degradation under UV-light of 0NbTi, 
5NbTi and P25 with the same catalyst concentration, normalized by 
weight. It can be observed that 5NbTi and P25 have a better 
performance comparing to the 0NbTi. On the other hand, 5NbTi and 
P25 have similar behavior showing total MB degradation by 2.5 h. 
It can also be observed that for 1 and 1.5 h 5NbTi has presented 







Figure 25. Photocatalytic decomposition of MB under UV-light of Nb-
doped and non-doped titania. a) Amount of catalyst normalized by surface 
area: it was dissolved 6 m2 of the catalyst into 0.3 L of the MB solution. The 
amount of powders varies according to the speciﬁc surface area of each 
material, which is shown in Table 9. b) Amount of catalyst normalized by 
weight: it was dissolved 0.05 g of the catalyst into 0.3 L of the MB solution, 




Figure 26. Photocatalytic decomposition of MB under visible-light of Nb-
doped and non-doped titania. a) Amount of catalyst normalized by surface 
area: it was dissolved 6 m2 of the catalyst into 0.3 L of the MB solution. The 
amount of powders varies according to the speciﬁc surface area of each 
material, which is shown in Table 9. b) Amount of catalyst normalized by 
weight: it was dissolved 0.05 g of the catalyst into 0.3 L of the MB solution, 





Hirano and Matsushima [180] have prepared Nb-doped-TiO2 (0–
10 mol%) using hydrothermal method in three different conditions, 
in the absence and presence of urea and aqueous ammonia. They 
have studied the MB degradation of 50 mg of catalyst suspended in 
100 mL of MB. In their best result 10 mol% Nb2O5-doped-TiO2 
completely degraded MB after 5 h. In the present work we have 
used 50 mg of 5 mol% Nb2O5-doped-TiO2 suspended in 300 mL of 
MB and after 2.5 h the dye was completely degraded under UV-
light. The different performance between the present work can be 
attributed to the different dilution, but also speciﬁc nanoparticle 
morphologies, since Hirano and Matsushima used a different 
synthesis method and different precursors. 
The photocatalytic activity under visible light (Fig. 26a and b) 
shows slower degradation kinetics, but a more pronounced effect of 
the dopant in the overall catalytic performance of the TiO2 
nanoparticles. In Fig. 26a, where the powders were normalized by 
surface area, the best performance was found for 5NbTi. At the ﬁrst 
hour of the experiment, 5NbTi has presented higher photocatalytic 
activity than P25. From 2–7 hours, the behaviors were similar for 
both powders. The improvement on photocatalytic activity of 
Nb2O5-doped TiO2 can be attributed to the increase of the 
absorption under visible light and decrease of the band gap 
comparing to pure TiO2 [168, 181]. Even though 5NbTi and P25 
have presented similar photocatalytic degradation of MB for the 
same surface area, the amount of powder used for 5NbTi was 
around three times less than P25. The quantity of powder used for 
5NbTi was 35.5 mg and for P25 was 111 mg. Fig. 26b shows the 
photoactivity of 0NbTi, 5NbTi and P25 with the catalyst normalized 
by weight (50 mg). In this case, 5NbTi has presented considerable 
higher activity when compared to P25 and 0NbTi. Note that P25 
had moderate degradation behavior due to the limited content of 
powder.  
The poorer behavior of the catalysts under visible light can be 
attributed to the photosensitized type of the reaction, where MB dye 
molecule is photoexcited instead of the photocatalyst. In this kind of 
process, an electron is transported from the photoexcited MB to the 
conduction band of the photocatalyst and reacts, e.g., with an O2 
molecule, which is an electron scavenger, and a superoxide radical 
is created. These radicals can further react towards complete 
decomposition of MB. It seems that even a very small overlap of the 
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adsorption spectra of MB and the applied irradiation is sufﬁcient to 
drive the photosensitized type of reaction.  
The present observation is consistent with the fact that Nb2O5 
itself shows high photocatalytic decomposition of methylene blue, 
especially for Nb2O5 nanorods which present high surface acidity 
[182]. As previously mentioned, Nb5+ is expected to form solid 
solution into the lattice of TiO2 because the ionic radius of Nb5+ is 
only slightly larger than Ti4+. Once Nb5+ is introduced into the 
lattice of TiO2, the compensation of the excess charge of Nb5+ in 
substitution to Ti4+ can be explained by two mechanisms. A ﬁrst 
possibility is if one Ti4+ cation vacancy is created for every 4 Nb5+ 
cations (Eq. (18)). Another option is reduction of Ti4+ to Ti3+ for 
every Nb5+ incorporated (Eq. (19)) [168, 183, 184], where O2- is 








From the thermodynamic point of view, Eq. (19) is more 
favorable since reduction is less energetic than vacancy formation. 
Hence, Ti3+ would produce isolated states in the forbidden gap 
exhibiting visible light absorption and enhancing the photocatalytic 
property of TiO2-based photocatalyst [185]. Moreover, the presence 
of active Ti3+ sites on the surface could serve as sites for trapping 
photogenerated electrons that could effectively inhibit the 
recombination of the photoinduced electrons and holes [186].  
Yang et al. [168] have shown by photoluminescence (PL) 
emission spectra of Nb-doped TiO2 microspheres that Nb-doped 
samples can have better charge separation. Nb-doping introduces 
shallow donor levels below the CB edge, which can act as electron 
traps to retard electron-hole recombination. Thus, the lifetime of 
photogenerated electrons and holes can be increased, which is 
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TiO2 coating on glazed ceramic tiles with good photocatalytic or 
self-cleaning performance requires starting TiO2 nanoparticles with 
an enhanced performance. In the present work, Nb2O5-doped TiO2 
nanopowder was successfully synthesized by simultaneous 
precipitation with Nb2O5 concentrations of 0–5 mol%. The anatase 
phase of TiO2 was found to be stable up to 700 °C for doped 
samples, and thereon, initiation of rutile phase formation was 
observed. Nevertheless, up to 44.3 wt% anatase is present after 
calcination at 800 °C for 5% mol Nb2O5-doped TiO2, while for non-
doped TiO2 the ART is complete at the same temperature. The 
crystallite sizes decrease and the speciﬁc surface area increases with 
the increasing of doping concentration calcined at the same 
temperature. All Nb-doped samples have presented higher 
photocatalytic activity by degradation of methylene blue than pure 
TiO2 synthesized at the same condition under UV and visible light. 
The powders containing 5 mol% Nb2O5-doped TiO2 presented 
similar photoactivity under UV-light and higher photoactivity than 
P25 under visible light, with the beneﬁt of having very small 








7. HIGH PHOTOCATALYTICALLY ACTIVE CERAMIC TILES 
WITH Nb2O5-DOPED TiO2 NANOPARTICLES 4 
 
In this Chapter, 5 mol% Nb2O5 doped TiO2 was coated on glazed 
ceramic tiles by spraying forming a very thin film. 
Superhydrophilicity was evaluated by measuring the water contact 
angle under UV-irradiation. The degradation of methylene blue was 
performed according to ISO 10678 and JIS R 1703-2. 
 
7.1 Introduction  
 
Photocatalytic ceramic tiles have been investigated for over than 
10 years [78]. Along this period, ceramic tiles industries have 
developed related to technology and products. From the 
technological point of view, new decorating processes, as ink jet 
printing started to be widely used, while tiles tended to be larger and 
thinner [65, 66, 86]. At the same time, the production of functional 
ceramic tiles with innovative properties, as antibacterial or antistatic 
activity, water repellence, photoluminescence and self-cleaning 
action brought an extended value that goes beyond the traditional 
applications [187].  
One of the most promising properties of a functional ceramic tile 
is the self-cleaning feature. A ceramic coated with TiO2 is able to 
decompose organics under UV-light. However, self-cleaning will be 
efficient if the decontamination rate is higher than the 
contamination [4]. Thus, any increasing in performance will have a 
positive impact in practical applications. Furthermore, the self-
cleaning efficiency is increased in external environments, where the 
material can be exposed to water flow. In this case, the 
superhydrophilic property takes place. The low water contact angle 
creates a thin water film and washes out dusts that cannot be 
decomposed. Thus, if these two properties work accordingly, the 
self-cleaning ceramic tile will have higher performance [49]. 
The photoactivity of TiO2-coated ceramic tiles has been tested by 
degradation of dyes, such as methylene blue (MB) [69, 70, 74, 79, 
80, 83], orange II [73, 84], rhodamine [78, 79] and crystal violet 
[79]. Among them, MB is the most tested simultaneously with water 
contact angle determination [70, 80, 83]. These two properties are 
                                                             
4 To be submitted for publication. 
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complementary and give valuable information about the self-
cleaning performance.  
Sintering of TiO2-coated ceramic tiles is often made in a second 
firing process at temperatures from 500 to 900 °C. In most of the 
cases, when the temperature is increased, the photocatalytic 
performance decreases. However, sometimes high temperature is 
necessary to provide a better adhesion of the TiO2 on the ceramic 
surface or to follow a common industrial process step, for instance 
for decoration purposes. The lower PC performance after exposure 
at higher temperature is usually attributed to the anatase-to-rutile 
transformation (ART) and to the grain coarsening [80]. Those 
hindrances would be possibly minimized using an agent that at the 
same time could postpone ART and grain growth, making it 
possible to process these products at higher temperature.  
Recently, Nb2O5-doped-TiO2 has been investigated for 
photocatalysis purposes. The introduction of Nb2O5 into the TiO2 
lattice can stabilize the nanoparticles postponing ART in about 200 
°C, as well as decreasing the grain sizes and consequently 
increasing the photocatalytic activity [57]. However, photocatalytic 
studies were performed with titania powder dispersed in water, 
whose performance might be different than that of a thin film [73].    
Thus, the aim of this work is to evaluate the photocatalytic 
activity of Nb2O5-doped TiO2 coated ceramic tiles. Based on 
previews results, 5 mol% Nb2O5-doped-TiO2 was chosen as the 
optimal molar percentage of niobium doping. In addition to 
degradation of methylene blue, superhydrophilicity of coated 
ceramic tiles was evaluated.    
 
7.2 Experimental procedures  
 
7.2.1 Materials and sample preparation 
 
Pure TiO2 and 5 mol% Nb2O5-doped TiO2 (named 5NbTi) 
transparent colloidal suspensions were prepared by the sol gel 
process. Titanium (IV) isopropoxide (TTIP, Sigma-Aldrich, ≥ 97%) 
and niobium butoxide (NB, Alfa Aesar, 99%) were used as Ti and 
Nb precursors, respectively. For doped samples, TTIP and NB were 
mixed for 10 min forming a homogeneous solution. No partial pre-
hydrolyzation was observed in this step. The solution was then 
slowly dropped into a mixture of ethanol and diethanolamine. The 
final solution was mixed for 2 h at room temperature. An optimized 
129 
 
1:5:0.3 volume ratio of TTIP (or TTIP/NB), ethanol to 
diethanolamine was used.  
The transparent colloidal solutions were applied on the surface of 
industrial glazed ceramic tiles by spraying. The samples were left at 
room temperature for 10 min and then dried for 10 min at 100 °C 
before firing. The thermal treatment was carried out in a box 
furnace at 600, 800 and 900 °C, at 40 °C/min heating rate and for 10 
min at the maximum temperature, which simulates a common 
industrial second firing process.     
   
7.2.2 Characterization 
 
In order to identify the crystalline phases of TiO2 and 5NbTi 
powders, a small amount of the colloidal solution was taken, dried 
at 100 °C for 2 h and calcined at 600, 800 and 900 °C. The oven, 
heating rate and time at maximum temperature were the same used 
for sintering the coated ceramic tiles. XRD patterns were acquired 
using a diffractometer (Bruker D8) in the 20-80° 2θ range, 0.02° 
scan rate, 16 s per step (LynxEye detector). A Rietveld refinement 
was carried out with the aid of a software (Topas Version 5, 
Brucker AXS). Crystal sizes were estimated by the Scherrer 
equation using a respective software (Diffract.eva Release 2014, 
Brucker AXS).   
The surface microstructure and the coating thickness were 
investigated by SEM (Leica Cambridge Stereoscan 360). The grain 
sizes distribution was measured taking the average of 200 
measurements using an image treatment software (ImageJ 1.50i).    
 
7.2.3 Self-cleaning measurements 
 
The self-cleaning activity of a ceramic surface is governed by two 
properties: photocatalytic degradation of organics and 
superhydrophilicity, which were measured respectively by the water 
contact angle and the degradation of methylene blue (MB) under 
UV-light.  
The superhydrophilicity property was determined using a 
tensiometer (OCA 15, Data Physics Instruments). For each sample, 
it was made 10 measurements at different points on the surface, and 
the results were expressed as the arithmetic average. The water 
contact angle of the sample before irradiation was named zero time 
and was measured in the dark before the experiment. Then, the 
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samples were irradiated under UV-light (Osram Ultra-Vilalux 300 
W, light intensity 20 W/m² in the 300-400 nm range) and the 
measurements were made every 5-15 min until the angle becomes 
lower than 5° in average.     
The degradation of methylene blue was performed following the 
ISO 10678:2010 [93]. Firstly, the samples were cleaned with 
distilled water and dried out at 100 °C for 30 min. Then, the 
samples were left under UV-radiation (Osram, Ultra-vitalux, 300 
W, intensity E = 20 W/m²) for 24 h in order to decompose any 
possible remaining organic contaminants by photocatalytic 
oxidation. Then, a 35 mL cylinder was attached on the surface of 
the samples using silicon glue. The area in contact with the sample 
was 12.56 cm². In the subsequent step, two identical samples were 
left in the dark for 24 h with 35 mL of 20 µmol/L aqueous MB 
solution (conditioning solution) each one. This procedure is 
necessary because the substrates tend to adsorb the dye molecules. 
After conditioning, the adsorption solution was replaced by the test 
solution (35 mL, 10 µmol/L) and the samples were exposed to UV-
light (Osram, Ultra-vitalux, 300 W, E = 10 W/m²). The light 
intensity was measured at the height of the sample underneath the 
covering glass pane using a UV radiometer (Delta OHM, model 
HD2302.0 Sonda LP 471 UVA). Thus, the degradation of MB 
solution was measured every 20 min (up to 3 h) using a 
spectrophotometer (S-22 UV/Vis, measuring cell length d = 10 mm) 
by measuring its maximum absorption spectrum at 664 nm 
wavelength. The reference sample (blank) was kept in the dark and 
the absorption spectrum was also measured at the same time 
interval.  




        
Where; ΔAλ is the absorption difference from one measurement to 
another (every 20 min); V is the volume of MB solution; Δt is the 
time difference; ε is the MB molar extinction coefficient at 664 nm, 
which is 7402.8 m²/mol; d is the measuring cell length used at the 
spectrophotometer; and A is the contact area from the MB solution 
and the catalyst. The degradation rate R of the irradiated and dark 
R =
∆Aλ × V
∆t × ε × d × A 
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samples makes possible to calculate the specific photocatalytic 












where Ep is the photo UV-radiation intensity.  
 
The results are also reported according to the JIS R 1703-2:2007 
[94], expressed by the decomposition activity index, R 
(µmol/L/min), represented in this paper as MB Index. The 
absorbance Abs(t) is converted into concentration of MB after t 
min, C(t), using a conversion factor K. Since the absorbance is 
proportional to the concentration (Beer’s rule), MB concentration 
was calculated using the MB molar extinction coefficient of ε (664 
nm) = 7402.8 m²/mol in aqueous solution at a concentration of 10 ± 
0.5 µmol/L [93] as the conversion factor K.     
Plotting C(t) as a function of the ultraviolet light irradiation time 
(min), it is possible to obtain the gradient of the straight line 
according to the least-squares method. The MB index is then 
obtained multiplying the gradient by 103.  
 
7.3 Results and discussion  
 
The crystalline phases, powder purity and crystallite sizes were 
analyzed by X-ray diffraction. The results are shown in Fig. 27 and 
Table 11. XRD patterns of the calcined powders show no sign of 
contamination. Only anatase and rutile phases are observed in all 
samples, which attest high powder purity. At 600 °C, pure TiO2 
presents 65 wt% of rutile (JCPDS card n. 86-0147) and 35 wt% of 
anatase (JCPDS card n. 71-1167). At the same temperature, 5NbTi 
presents 100 wt% of anatase. The crystallite sizes of TiO2 were 25 
nm for anatase and 33 nm for rutile, while 5NbTi present 8 nm 







crystallite sizes in average. At 800 and 900 °C, the anatase-to-rutile 
phase transition was completed for pure TiO2. Rutile was the unique 
phase observed at those temperatures. The sharp peaks seen in the 
X-ray patterns make evident the formation of bulk samples with 
larger grain sizes. These values were 56 and 68 nm for 800 and 900 
°C, respectively. On the other hand, 5NbTi presented a mix of 
anatase and rutile phases at 800 °C. Around 38 wt% anatase and 62 
wt% rutile, with crystallite sizes of 22 and 25 nm, were respectively 
obtained. Curiously, the anatase/rutile ratio obtained at 800 °C for 
5NbTi and the one obtained at 600 °C for pure TiO2 was pretty 
close. This fact confirms the prediction found in the literature that 5 
mol% Nb2O5-doped TiO2 is able to postpone the ART in about 200 
°C [57, 173]. At 900 °C, ART was also complete for 5NbTi, while 
the crystallite sizes (45 nm) were still smaller than pure TiO2 
calcined at the same temperature. 
It is well reported in the literature that, from the thermodynamic 
point of view, anatase is more stable than rutile at very small grain 
sizes [6, 7, 54, 122]. As the grain grows, at a certain size rutile 
becomes more stable. This critical grain size was determined for 
pure TiO2 as 9 to 67 nm, depending on synthesis method, particle 
morphology, surface stress and purity. During sintering the grain 
grows, and when the crystal reaches the critical size, the phase 
transition occurs. Considering that in practice the powders have a 
size distribution, it is expected that the phase transition happens in 
an interval of temperature, which allows all particles to reach the 
critical size and transform into the most stable phase. The presence 
of Nb2O5 on the surface of TiO2 can both affect the driving forces 
for particle growth and act as pinning agent limiting the growth rate 
[57]. Thus, if the TiO2 grain growth is hampered, the required 





Figure 27. X-ray diffraction patterns of: (a) TiO2 and (b) 5NbTi, after heat 






















TiO2  600 35 25 65 33 
5NbTi  600 100 8 0 -- 
TiO2  800 0 -- 100 56 
5NbTi  800 38 22 62 25 
TiO2  900 0 -- 100 68 
5NbTi  900 0 -- 100 45 
 
Fig. 28 shows SEM images for TiO2-coated ceramic tiles and 
5NbTi-coated ceramic tiles, both sintered at 800 °C. Comparing the 
surface microstructure of TiO2 coating and 5NbTi coating (Figs. 28a 
and 28b, respectively), a huge difference might be observed 
between them. The grain size distribution of TiO2 coating is shown 
in Fig. 29 and it is in the range of 20 to 120 nm, with average ~65 ± 
21 nm (Fig. 29a). On the other hand, 5NbTi coating has shown a 
grain sizes distribution in a 12 to 40 nm range, with average ~24 ± 5 
nm (Fig. 29b). From the catalysis point of view, the advantages are 
represented by the higher surface area achieved by the doped 
samples, which provides more active sites for the photocatalytic 
reaction.  
Atanacio et al. [129] have shown that niobium has a potential to 
segregate on the surface of TiO2. The presence of titanium 
vacancies, which are formed at the TiO2/O2 interface and trapped at 
the surface, enhances the segregation tendency. Furthermore, the 
grain size decreasing has been attributed to the surface segregation 
[134, 141]. If the dopants segregate on the surface of the particles, 






where γ0 is the surface energy of the pure compound; Γi is the 
surface excess of component I; R is the constant gas; T is the 
temperature;  is the i content in the bulk material; and ΔHseg is 
the enthalpy of segregation of compound i.  
A nanostructure stability map based on the effect of the enthalpy of 
segregation on the grain boundary energy has been defined using 





Eq. (23). Grain boundary energy is the main driving force for grain 
growth in addition to the curvature of the interface; therefore, by 
adding dopants prone to segregate at the boundaries, a stable 
nanostructure could be achieved inhibiting the grain growth [5]. 
This theory is supported by the fact that Nb2O5-doped TiO2 anatase 
has lower surface energy than pure TiO2, stabilizing the anatase 
phase and inhibiting the grain growth [188].   
 
 
Figure 28. SEM images of coated ceramic tiles sintered at 800 °C: (a) TiO2 
coated ceramic tiles surface. (b) 5NbTi coated ceramic tiles surface. (c) 




Figure 29. Grain sizes distribution of TiO2 particles coated on ceramic tiles 













Figure 30. Water contact angle under UV-light irradiation for TiO2-coated 
ceramic tiles and 5NbTi-coated ceramic tiles treated at different 




Fig. 28c and 28d show the cross-section view of the TiO2-coated 
ceramic tiles and 5NbTi-coated ceramic tiles, respectively. It is seen 
that the ceramic surface is not completely flat, but the titania 
nanoparticles follow the surface imperfection, showing a 
homogeneous layer. The coating thicknesses were measured taking 
the average of 16 points from different parts of the tiles. TiO2 
coating presented thickness of 265 ± 56 nm, while 5NbTi coating 
has shown 223 ± 49 nm thickness. Even though the TiO2 coating 
has presented a thickness slightly higher than 5NbTi layers, both 
values are considered equal because the difference between them is 
inside the dispersion error. In fact, the thickness obtained in this 
work can be considered very low and it is attributed to the 
deposition method. According to the data available in the literature, 
spray technique provides thickness from 0.1 to 3.0 µm [74, 79, 81], 
while other methods go much higher; for instance, ink jet printing 
and roller printing reach thicknesses of ~70 µm and ~100 µm [70], 
respectively. The advantages of having a thin layer are not just 
related to a very small amount of powders. A transparent thin film 
formed by TiO2 nanoparticles can give remarkable photocatalytic 
properties and at the same time preserves the original characteristics 
of the ceramic tiles.   
Fig. 30 shows the water contact angle for TiO2 and 5NbTi -coated 
ceramic tiles sintered at 600 °C (Fig. 30a), 800 °C (Fig. 30b) and 
900 °C (Fig. 30c). At 600 °C, both samples presented water contact 
angle <5° in just 20 min. No difference in terms of performance is 
observed between the samples at this temperature. At 800 °C, TiO2 
coating reaches the superhydrophilicity in ~40 min. However, at the 
same temperature, 5NbTi got a water contact angle <5° in just 15 
min, which is the best result regarding to superhydrophilicity in this 
work. At 900 °C, TiO2 coating has not shown any decreasing in 
water contact angle. Even though the angle is increasing along the 2 
h-test, the angles can be considered the same, because they are 
inside the standard deviation. On the other hand, 5NbTi coated 
ceramic tiles treated at 900 °C were still active, reaching water 
contact angle <5° after 2 h.  
The specific photocatalytic activity, PMB, is shown in Fig. 31. 
Table 13 shows the absolute values for PMB, photonic efficiency 
(ζMB) and MB index. The PMB and ζMB are the standard 
representation of photoactivity according to ISO 10.678:2010 [93] 
and the MB index is the standard photocatalytic representation 
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according to JIS R 1703-2:2007 [94]. The trend is similar regardless 
the method used. It is clearly observed that the 5NbTi coating 
presents higher photocatalytic activity than TiO2 in all temperatures 
tested. The higher performance though was achieved at 600 °C. 
Overall, the photoactivity decreases as the temperature increases for 
both samples, making evident the effect of the grain growth and 
phase transition. Observing TiO2 coating fired at 600 °C and 5NbTi 
coating sintered at 800 °C, it is seen that both samples presented 
similar performance. Coincidently, these samples presented 
practically the same anatase/rutile ratio, which makes evident the 
benefits of the ART postpone. For the ceramic tiles industries, this 
is very important; since the doped samples allow the sintering at 
higher temperature, without impair performance. The presence of 
rutile phase together with anatase phase can be beneficial since it 
promotes the electron transport to the conduction band of rutile 
phase, which is adjacent to anatase phase, decreasing the 
recombination rate. Thus, the presence of rutile phase acts as a 
defect or impurity, causing higher photocatalytic activity [172]. At 
900 °C, the photoactivity of TiO2 coating was very low, not being 
considered photoactive anymore. On the other hand, 5NbTi was still 
active, proving the effect caused by Nb2O5 doping on TiO2 
nanoparticles. 
 
Figure 31. Specific photocatalytic activity (PMB) for TiO2-coated ceramic 




Table 12. Specific photocatalytic activity (PMB), photonic efficiency 
(ζMB) and MB Index (JIS R 1703-2:2007. 
Sample Temperature 
(°C) 
PMB (mol/m2*h) ζMB (%) MB 
Index 
TiO2 coating  600 3.19E-05 0.0296 18.6 
5NbTi coating 600 3.86E-05 0.0359 23.3 
TiO2 coating  800 2.36E-05 0.0223 14.7 
5NbTi coating 800 3.12E-05 0.0293 18.7 
TiO2 coating  900 0.72E-05 0.0067 3.8 
5NbTi coating 900 2.02E-05 0.0188 11.9 
 
One of the facts responsible for the higher performance of 5NbTi 
coating comparing to pure TiO2 coating is the smaller grain size 
achieved by the doped samples. The small grains provide higher 
surface area, which means more active sites for the reaction. 
However, in our previous work [57], we have shown that even 
considering the same surface area, the samples doped with Nb2O5 
presented higher photocatalytic activity than pure TiO2.  
The ionic radius of Nb5+ is 0.64 Å, which is slightly larger than 
Ti4+ (0.605 Å). Hence, when TiO2 is doped with Nb2O5, Nb5+ can 
form a solid solution in the TiO2 lattice. The compensation of the 
excess charge of Nb5+ in substitution to Ti4+ can be explained by Eq. 
(24) and Eq. (25). The first possibility is the creation of Ti4+ cation 
vacancy for every 4 Nb5+ cations. Another option is the reduction of 
Ti4+ to Ti3+ for every Nb5+ incorporated, where O2- is oxidized [168, 
183, 184]. The reduction is less energetic than vacancy formation. 
Thus, from the thermodynamic point of view, Eq. (25) is more 
favorable. The presence of active Ti3+ sites on the surface could act 
as sites for trapping photogenerated electrons that could effectively 
inhibit the recombination of photoinduced electrons and holes 






















ܱܶ݅2ሱۛ ሮ ܾܰܶ݅∙ + ܶ݅(3+)ܶ݅ (4+)






In addition, Nb-doped TiO2 can present better charge separation. 
Nb-doping introduces shallow donor levels below the CB edge, 
which can act as electron traps to retard electron-hole 
recombination, thus the lifetime of photogenerated electrons and 
holes can be increased and consequently the photocatalytic 
efficiency is enhanced [168]. Moreover, the Nb2O5 itself shows high 
photocatalytic decomposition of methylene blue [182]. Considering 
that Nb2O5 has a potential to segregate on the surface of TiO2 [129], 
the major part of Nb2O5 doping is on the surface of the TiO2, which 
could explain the photoactivity achieved at 900 °C for 5NbTi even 
if at that temperature the anatase-to-rutile phase transition is 
completed. 
 
7.4 Conclusions  
 
Photocatalytic ceramic tiles were successfully produced by 
coating 5 mol% Nb2O5-doped TiO2 using spraying. The film 
thickness was ~250 nm, which is very low and makes possible to 
produce photocatalytic ceramic tiles using a very low amount of 
nanopowder. X-ray diffraction of the powders showed only anatase 
and rutile crystalline phases. No sign of second phase was detected. 
The SEM images have shown the grain size stabilization of the 
doped samples. At 800 °C, TiO2 coating presented grain sizes of 
~64.8 nm in average, while 5NbTi, ~23.6 nm. The photocatalytic 
performance of doped samples was higher at all temperatures tested. 
Even at 900 °C, the coated samples were photoactive, while the 
undoped samples were not photoactive anymore. The MB 
degradation was performed using international standards, which 




8. FINAL CONCLUSIONS  
 
The main conclusions of this thesis are:  
  
 A predictive anatase-rutile phase transition diagram was built 
at nanoscale for Nb2O5-doped TiO2. Nb2O5-doping postpone 
ART, allowing the anatase grains to grow more than undoped 
TiO2 before phase transition is observed. The stability 
crossover for undoped TiO2 was found to be 17.3 nm, while 2 
mol% Nb2O5-doped TiO2 crossover is ~30 nm. 
 The surface energy for Nb2O5-doped TiO2 decreases 
systematically as the Nb concentration increases (from 0-2 
mol% Nb2O5 doping), confirming the higher stability for 
doped samples. 
 5 mol% Nb2O5-doped TiO2 nanopowder synthesized by 
simultaneous precipitation can postpone the ART of the 
powders in ~200 °C. 
 The crystallite sizes decrease and the speciﬁc surface area 
increases with higher doping concentration at the same 
temperature (0-5 mol% Nb2O5-doped TiO2). 
 Nb2O5-doped TiO2 samples present higher photocatalytic 
activity by degradation of methylene blue than pure TiO2 
synthesized at the same condition under UV and visible light. 
The powders containing 5 mol% Nb2O5-doped TiO2 presented 
similar photoactivity under UV-light and higher photoactivity 
than P25 under visible light. 
 Photocatalytic ceramic tiles were successfully produced 
applying TiO2 sol by spraying. The film thickness was ~250 
nm, which makes possible the use of nanopowders, obtaining 
high performance with a low amount of powders. 
 Photocatalytic ceramic tiles coated with 5 mol% Nb2O5-doped 
TiO2 presented higher degradation rate of methylene blue 
solution and faster water contact angle decrease under UV-
light than pure TiO2.  
 The use of Nb2O5-doped TiO2 coated ceramic tiles makes 
possible the production of photoactive ceramic tiles at higher 
temperature, which is not achieved by applying pure TiO2 
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coating. At 900 °C, the ceramic tiles coated by doped samples 
were still photoactive, while the ones coated by pure TiO2 
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